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,Towﬁéhip 41 South, Range 12 West Salt Laké Meridian, Utah

CHAINS

The following field notes are those of the dependent
resurvey of a portion of the east boundary, portions of
the subdivisional lines and a subdivisional survey of
section 25 of T. 41 S., R. 12 W., Salt Lake Meridian, Utah}

History of Surveys

Surveyed Sj Retr. or Resurveyed by
EAST BOUNDARY |
Portion ~ T.C. Bailey . . 1877
Portion Collier and Gentry
1909
SUBDIVISION
Portion Bailey and Burrill
. 1877
Portion Collier and Gentry
1909
Portion , Collier and Gentry 1909

The survey was executed in accordance with specifications
set forth in the Manual of Surveyingilnstructions, 1973,
and the Special Instructions for Group No. 637, Utah,
dated August 15, 1983. ~ '

The direction of the lines of this survey were determined
by reference to true meridians established on line by
direct observations of Polaris. The lines were carried
forward by sustained angulation throughout the progress
of the survey.

_ |Prelimipary to the resurvey the lines of the original sur-
_|vey were retraced and search was made for all corners and
other calls of the record. Identified corners were
|remonumented in their original positions; lost cormers
were\restored-and monumentedﬂat;proportionate positions
based on the original record. The retracement data were
thoroughly verified and only the true line, field notes
are given herein. : -

Thé”geégfaphic position of the southeastﬂcorner of sec.
25 as determined from tie made to U.S.G.S. triangulation
station "Crater Hill (Bess)" located in the NW corner of
sec. 21, T. 41 S., R. 11 W., is:

Latitude 37° 11' 07.11" N. Longitude 113° 08' 41.61" W.

The mean magnetic declination is -14° E. .

Dependent Resurvey of a Portion of the East Boundary,
T. 41 8., R. 12 W., Salt Lake Meridian, Utah

(Reestablishment of the Survey Executed by
E.L. Collier and R. Gentry in 1909)

Beginning at the cor. of secs. 25, 30, 31, and 36, on the
E. bdy. of the Tp., monumented with an iron post, 3 ins.

diam., firmly set, projecting 10 ins. above ground, with

|brass cap mkd.
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Dependent Resurvey of a Portion of the East Boundary,
T. 41 S., R. 12 W., Salt Lake Meridian, Utah

CHAINS

T 41 S
R1ZwW R11 w
S 25 |1 8 30
S 36| s 31
1909

Raise a mound of stone, 2% fet. base, 2 ft. high, W of cor.
N. 0° 02" E., along the E. bdy. of sec. 25.

19.98 |Point for the § 1/16 sec. cor. of secs. 25 and 30, on the
E. bdy. of the Tp.

Set an aluminum post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with aluminum cap mkd.

T 41 S ,
RI1I2W R11 W
$1/16 -
S 25 |8 30
1983 -

39.96 |Point for the ¥ sec. cor. of secs.’
bdy. of the Tp., at proportionaf 8
no rémainihgjevidence4dﬁ#thé}op;ginal#w&tﬁes

Set a railroad spike, 6 ins. long, 3/4 ins. diam., 6 ins.
in the ground. '

This point falls on the south bank of the Virgin River
jand is impractical'to set a more permanent monument.

from which

An aluminum post, 30 ins. long, 2% ins. diam., set
24 ins. in the ground for a reference monument,
bears N. 38° 25' E,, 4.49 chs. dist., with
aluminum cap mkd. RM % S30 296.4 FT 1983 and an
-arrow pointing. to the-truejcorner~point.J

An aluminum post, 30 ins. long, 2% ins. diam., set
24 ins. in the ground for-a reference monument,
bears S. 23° 40' E., 1.88 chs. dist., with
-aluminum cap mkd. RM % $30 124 FT 1983 and an

-+ arrow pointing to the true corner-point.

59.94 |True point for the N 1/16 sec. cor. of secs. 25 and 30,
on the E. bdy. of the Tp., falls on surface of large
boulder.

60.14 Point selected for the withess cor. -to the N 1/16
sec. cor. of secs. 25 and 30.

Set an aluminum post, 30 ins. long, 2% ins. diam., 14 ins.
in the ground, and in a mound of stone, 3% ft. base, to
top of aluminum cap, mkd.i

i WcC
T 41 S
RI12W R11W
N 1/16
S 2548 30
1983

79.92 (The cor. of secs. 19, 24, 25, and 30, on the E. bdy. of
the Tp., monumented with ah'iron post, 3 ins. diam.,
projecting 17 ins. above ground, with brass cap mkd.

% U.S. Government Printing Office: 1980 778-251/292
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Dependent Resurvey of a Portipn“bf thexqut.Boundary,
T. 41 S., R. 12 W., Salt Lake Meridian, Utah

| CHAINS

‘T 41 S
"R12W R11 W
s 24 | 519 -
S 25 | § 30
1908

frdm which

The_U:S.G;S;'triéngﬁlation s;ation "Crater Hill
(Bess)", with geographic coordinates: Latitude
37° 12' 36.567" N. and Longitude 113° 06' 09.934" W.}
bears N. 72° 54' E., 194.52 chs. dist., monumented.
with an iron post, 1 in. diam., projecting 2 ins. :
above ground, with no cap.

from which

A pine, 7 ins. diam., bears S. 79° 53' E., 24.8
ft. dist., with a copper nail and a washer in
an open blaze. : ' ‘

Dependent Resurvey of a Portion of the Subdivisional~
Lines, T. 41 8., R. 12 W., Salt Lake Mexidian, Utah

'Aw(Reestabiishment of the Surve& Eiécutea by
g Bailey and Burrill in 1877)

From the cor. of secs. 25,A30, 31, and 36, on the E.
bdy. of the Tp., hereinbefore described.

S. 89° 41' W., bet. secs. 25 and 36.
v 40.3% |The % sec, cor. qf secs. 25 and 36, monumented with a

broken gypsum stone, 16 x 12 x 4 ims., set in .a mound
of stone, with a cedar post, W of cor.

- At“;hefcdrqét point

Set an aluminum post, 30 ins. long, 2l ins. diam., 24 ins.
‘|in the ground, with aluminum cap mkd.

T 4L SRI12W
L 825
% S 36
1983

Deposit the broken stone alongside the aluminum post.

Iy 89° 26' W., beginning new measurement.

40.09 |The cor. of secs. 25, 26, 35, and 36, monumented with
|an iron post, 2 ins. diam., projecting 6 ins. above
ground, with brass cap mkd. PR

WASHINGTON CO.
T 41 S R 12 W
$ 26 | 825
535 | 836
1978
LS 4266
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Dependent Resurvey of a Portion of the Subdivisional Lines,
F - r. 41 S., R. 12 W., Salt Lake Meridian, Utah

CHAINS

T4 SRI2W .
s 2 T
E 1/16 —5=
1983

Deposit a steel fence post, 6 ft. long, alongside the
aluminum post.

40.38 |The % sec. cor. of secs. 24 and 25, monumented with an
iron post, 1 in. diam., projecting 10 ins. above the
ground, with brass cap mkd .

L S5 24
% 5 25
1909

Raise a mound of stome, 2% ft. base, 2 ft. high, N of cor.

N. 89° 39" W., beginning new measurement.

39.96 |The cor. of secs. 23, 24, 25, and 26.

' Survey of the subdivision 6f section 25,
T. 41 S., R. 12 W., Salt‘Lake Meridian, Utah

From the % sec. cor. of secs. 25 and 36.
N. 0° 01' W., along the N and § centér line of sec. 25.
20.175 {Point for the center S 1/16 sec. cor. of sec. 25.

Set an aluminum post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with aluminum cap mkd.

ralsR12ZWS T
C ..

36.68 |Point gselected for a witness cor. to the pehter % sec.
cor. of sec. 25. ' ’

Set an aluminum post, 30 ins. long, 2% igsl.diam., 24 ins.

in the ground, with aluminum cap mkd.

w.C
A
c k%

| s 25
1983
This cor. is located on § edge of road, 15 ft. wide.
40.35 True»ﬁéinfifor the center\%:éec.gcor.;of ééc. 25, at the
'M'interseétiQn with the E and W cénter line of sec. 23,

‘falls in a stock pond"an& unsuitable for monumentation.

L]

60.365 |Point for the center N 1/16 sec. cor. of sec. 25.

Form 960010 (June 1978) (formerly 9180_7) USDI-—BLM FIELD NOTE PAPER
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Survey of the Subdivision of Section 25,
T. 41 s., R. 12 W., salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base, to top of aluminum:cap, mkd.

T4LSRI2W
I.
|
|

N 1/16

S 25

c
1983

80.38 The % sec. cor. of secs. 24 and 25, .

From the % sec. cor. of secs. 25 and 30, on the E. bdy.
of the Tp., hereinbefore described. @ :

N. 89° 46' W., along the E and,W'center‘liﬁé,pffégc}325,

20.18 |Point for the center E 1/16 séd.‘éQr;'of sec. 25. - Not
monumented. R T Ve

40.36 Truekpginp fbr-thehcgntg 1'

45.39 " |Point délected forié&withéssﬁc
cor. of sec. 25. e
Set an aluminii post, 30 ins: long, 2% ‘ins. diam., 24 ins.
in the ground, with aluminum-cap .mkd.

80.38 |The % sec. cor. of secs. 25 and 26.

From the point for the center E 1/16 sec. cor. of sec. 25.

North, along the N and S center line of the NEY of
sec. 25. : '

20.00 |Point for the NE 1/16 sec. cor. of sec. 25, at the inter-

N i

section with the E and W center line 'of "the 'NEY.

Set an\aluminum:pbst; 30 iné.-lqng, 2% ins, diam.,.IS ins.
in the ground to bedrock, and in a mound "of" stomne, 3 ft.
base, to top of aluminum cap, mkd. e

T 41 SR 12 W
"NE 1/16
825

1983

40.00 Thé‘E 1/16 sec. cor. of secs. 24 and 25.

From.the true point for the'N:l/lé‘séci;édr.‘ofvsecs. 25

"‘dnd'30,‘On’the{E,‘bdyg'oﬁ~the Tp.; hereifibefore described.

N. 89° 43! W., along the E and Wugén;er line of the NE4
Of sec. 25=. s ad . R N AR | ‘¢ R

% U.S. Government Printing Office: 1980 —778-251/292
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Survey of the Subdivision of Section 25,
T. 41 S., R. 12 W., Salt Lake Meridian, Utah

CHAINS
20.18 |The NE 1/16 sec. cor. of sec. 25.

40.37 |The center N 1/16 sec. cor. of sec. 25.

From the S 1/16 sec. cor. of sees. 25 and 30, on the E.
bdy. of the Tp., hereinbefore described.

§. 89° 58' W., along the E and W center line of the SEg
of sec. 25,

40.34 |The center S 1/16 sec. cor. of sec. 25.

From the center N 1/16 sec. cor. of sec. 25.

N. 89° 43' W., along the E and W center line of the NWy
of sec. 25,

39.99 |The N 1/16 sec. cor. of secs. 25 and 26.

General Description

The land encompassed in this survey is located approxi-
mately 2 miles east of the town of Virgin, Utah. The
elevation varies from 4020 ft. at the NE cor. of sec. 25
to 3550 ft. where the Virgin River intersects the west
boundary of sec. 25.

Generally speaking the terrain is rolling hills with
bluffs and river bottoms. The river bottoms have thick
cottonwood trees with the remainder vegetated in cactus
and other desert plants.

Drainage is from all directions into the Virgin River
which flows through section 25 in a northwesterly
direction.

Utah State Highway No. 15 runs southeasterly through
section 25. There are a few dirt roads branching off
this highway for stockmen and farmers.

The principle use of this area is for farming and live-
stock grazing. There are a few ranch houses along the
Virgin River. . :

The mean of a number of observations of the magnetic
declination is 14° E.

Form 9600—10 (June 1978) (formerly 9180—7) USDI~—BLM FIELD NOTE PAPER
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of . August - | , 1983 ,(1)*&&3@ have "depéndenf‘tly resurveyed a«po’r‘t‘ion of
the east boundary, portions of the s,ubd‘ivisionyal lines and a subdivision

survey of section 25 of T. 41 S., :R.'}"‘,lZ'»Wk.‘,‘

of the Sait Lake e Meridi»kaf‘n‘,'in the State of Utah | , which
are repr’esented‘ in the ’fokrego;ing fi,e~1d fﬁpteg as ha‘;ing‘been exe’éuted by (me), (KX)X and-under (my)
X&}Q)'dire_kc:tidn; and that s;aifd, su&ey‘ has:.béen'y,madeyui:n’,’ s_ktric’t k‘¢’o’nformi’ty with said special ivnstruc-
tions; the Manual of Instructijqnsf“'fo'vx;‘ the; Sur\,iey of ’theﬂuPublic: Lands of the United Statesv,/and ’in

specific manner described in the foregoing field notes, ,

: (Cadastral'Surveyor)
. Supervisory

December 20, 1933, | : )&

(Date) -

. k(Dat‘e) ’ . * T : '(.cavdastgfal'SUfV'eYOT)
'CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT
Salt Lake City, Utah

The foregoing field notes of t‘h'efdepende“nt‘ resurvey of a portion of the east boundary,
portions of the subdivisional lines, and a subdivision survey of section 25 of
T. 41 S.5 R. 12 w.,‘,Salt'_‘»Laket;.‘fmeridian',.Utaht s , o R

executed by Donald A. Buhler, Superv'isory Cadastral Surveyor

~having been critically examined and "foun’df correct, are hereby approved.

January 26, 1984 A v B W o

(Date) s . . Chief Cadastral Surveyor for Utah. '

I CERTIFY That the foregomy fanscript of the field notes of the above,-described surveys in

is a true copy of the original field notes.
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1

 Township 40 South, Range 23 East, Salt Lake Meridian, Utah

CHAINS
he following field notes are those of a dependent
resurvey of the mile between sections 25 and 36 and
he survey of Tracts 37 and 38 in Township 40 South,

ange 23 East, Salt Lake Meridian,»Utah.

The east boundary, that portion north of the San Juan
River was surveyed by A.D. Ferron in 1884 and
resurveyed by Page and Lentz in 1899 and resurveyed
by D.A. Buhler in 1980.

The subdivisional lines, the portion north of the San
Juan River and the meandexrs of the right bank of the
San Juan River were surveyed by Page and Lentz in
1899 and resurveyed by D.A. Buhler in .1980.

The Navajo Indian Reservation was established by E.O.
dated May 17, 1884, which in part is described "up
and along the middle channel of San Juan River to
west boundary of Colorado =~-". By.an Act of
Congress dated March 1, 1933, this boundary was
enlarged and the west boundary of the enlarged acre
surveyed by R.C. Yundt from 1940-42.

This survey terminated at the reestablished corner of
sections 25, 30, 31, and 36, T. 40 S., Rs. 23 and 24

E. A portion of this boudary was resurveyed by D.A.

Buhler in 1980.

The survey was executed in accordance with the
specifications set forth in the Manual of Surveying
Instructions, 1973, and the Special Instructions
dated December 20, 1983.

The directions of the lines of this survey were
determined by reference to the true meridians
established on line by hour angle observations on
Polaris. They were. carried forward by sustained
angulation being supplemented by other observations
on Polaris.

Preliminary to the resurvey the lines of the original
survey were retraced and search was made for all
corners and other calls of the record. Identified
corners were remonumented in their original
positions. Lost corners were restored and monumented
at proportionate positions based on the original
record. The retracement data were thoroughly
verified and only the true line field notes are given
herein.

The geographic position of the southeast corner of
section 25, as determined from a tie made in the 1980
resurvey to U.S.G.S. triangulation station "UMA"
located in the SE corner of section 11, is as
follows: '

Latitude 37° 16' 22,93" N. Longitude 109° 19' 50,12" W.
The mean magnetic declination as projected from the

U.S. GeologidalkSurvey Magnetic DeclinationrMap of
1980, is 13° E.

Form 960010 (June 1978) (formerly 9180—7) USDI——BLM | FIELD NOTE PAPER
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Dependent Resurvey of a Portion-.of the Subdivigional Lines,
T, 40 8., R. 23 E., Salt Lake Meridian, Utah

CHAINS

DépendenﬁzReSﬁrvey of>axPortionzOf'the-Subdivisional'
Lines, T. 40 S., R. 23 E.fp galt Lake Meridian, Utah

.(Reestablishment of ‘the Survey Executed by
‘Page and Lentz in 1899-and the"
?5 ‘Resurvey by D.A. Buhler in 1980)

‘|Beginning at the cor. of .secs. 25, 30, 31, and 36, on
the W. bdy. of the Tp., monumented with an - iron post,
3 ins. diam., firmly set and exposed 14 ins. above
the ground, with brass cap mkd. as described in the
official record of the 1980 resurvey. This corner
will now also function as corner No. 6 of Tract No.
37 and corner No. 1 of Tract No, 38.

s, 89° 52' W., bet;’secs. 25 ‘and 36.
Over gently rolling land.

17.10 |Point for Cor. No. 3 of Tract No. 38},id§nticalawithl_,
Cor. No. 4 of Tract No. 37.. . . - | el

Set an aluminum’post,;30fins§ ¥Qﬁg;ﬂv LR,
26 ins. in the ground, with aluminum cap mkd.

T 40 S R 23 E

TR 37 TR 38
4 ,//;

S 36
1984

33.38 |Point for Cor. No. 3 of Tract No. 37.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with aluminum cap mkd.

s 25 TR~-37
‘ 3
s 36
1984

40.38 The 1/4 sec. cor. of secs. 25 and 36, monumented with
an iron post, 2 1/2 ins. diam., firmly set and
exposed 6 ins. above the ground, with brass cap mkd.
as described in the official record of the 1980
resurvey.

N. 89° 43' W., beginning new measurement.

40,40 The cor. of secs. 25, 26, 35, and 36, monumented with
an iron post, 2 1/2 ins. diam., firmly set and
exposed 6 ins. above the ground, with brass cap mkd.
as described in the official record of the 1980
resurvey.

Survey of Tract No. 37,
T, 40 S., R. 23 E., Salt Lake Meridian, Utah

% U.8. Government Printing Office: 1980 —778-251/292




CHAINS

Beginning at Cor. No. 1, which is on the Navajo
Indian Reservation boundary, between Mile Post No. 9
and the cor. of secs. 25, 30, 31, and 36, on the W.
bdy. of the Tp.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with aluminum cap mkd.

COR 1
TR-~37
1984

NIR

From this cor., the cor. of secs. 25, 30, 31, and 36,
bears S. 41° 49' E., 11.49 chs. dist., hereinbefore
described. '

From this same cor., Mile Post No. 9, bears ,
N. 41° 49' wW., 27.97 chs. dist., monumented with an
iron post, 3 ins. diam., firmly set in a mound of
stone, with brass cap mkd. as described in the
official record of the 1980 resurvey,

S. 89° 52' W., along line 1-2.

25,74 Point for Cor. No. 2.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with aluminum cap mkd.

2
TR~37

1984

S 25

S. 0° 08' E., along line 2-3.

8.58 Point for Cor. No. 3, hereinbefore described.

N. 89° 52' E., along line 3-4.

16.28 Point for Cor. No. 4, identical with Cor. No. 3 of
Tract No. 38, hereinbefore described.

N. 71° 50" E., along line 4-5, identical with line
3-2 of Tract 38.

9.32 [Point for Cor. No. 5, identical with Cor. No. 2 of
Tract No. 38.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with aluminum cap mkd.

TR-37

TR-38 = .

1984

Form 960010 (June 1978) (formerly 9180—7) USDI-—BLM ; FIELD NOTE PAPER
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17 Survey of Tract No. 37,
T. 40 S., R, 23 E,, Salt Lake Meridian, Utah

CHAINS
S. 70° 50' E., along line 5-6, identical with line

2-1 of Tract No. 38,

8.73 Cor. No. 6, identical with Cor. No. 1 of Tract No. 38
- |and the cor. of secs. 25, 30, 31, and 36, T. 40 S.,
R. 24 E., hereinbefore described. ‘

N. 41° 49' E., along line 6-1, point of beginning.

11.49 Cor., No. 1, hereinbefore described.

Survey of Tract No. 38,
T, 40 S., R. 23 E., Salt Lake Meridian, Utah

Beginning at Cor. No. 1, identical‘to Cor: No., 6 of
Tract No. 37, and the cor. of secs. 25, 30, 31, and
36, hereinbefore described. ' ‘ L .

N. 70° 50' W., along line 1—2,fidentical withlline~
6-5 of Tract Noé. 37. TP

8.37 |Point for Cor. WNo. 2, idéﬁtib&lf%iﬁhié
Tract No. 37, hereinbefore described.

s. 71° 50' W., along line 2-3, identical with line
5=4 of Tract‘No.‘37.

9.32 Point for Cor. No. 3, identical with Cor. No. 4 of
©  |Pract No. 37, hereinbefore described.

N. 89° 52' E., along line 3~l.

17.10 |[Cor. No. 1, point of beginning, hereinbefore
described.

General Description

The area surveyed and resurveyed within T. 40 S.,

R. 23 E., is gently rolling land. The elevation is
about 4,420 ft. above sea level. The soil .consists

of sand, clay, rocﬁy‘loam, and loam. The vegefation
consists of greasewood, shadscale and native grasses.

The town of Montezuma Creek is located south of the
section line between sections 25 and 36.

#U.S. Government Printing Office: 1980— 778-251/292
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Township 13 South, Range 2 East, Salt Lake Meridian, Utah

CHAINS

SOUTH BOUNDARY

Portion
Portion
Portion

Portion
Portion

EAST BOUNDARY

Portion
Portion
Portion
Portion

WEST BOUNDARY

Portion
Portion
Portion

NORTH BOUNDARY

Portion
Portion
Portion
Portion
Portion
Portion
Portion
Portion

SUBDIVISION

Portion
Portion
Portion
Portion
Portion
Portion

The following field notes are those of a dependent
resurvey of a portion of the east boundary, T. 13 s.,

R. 1 E., a portion of the subdivisional lines and a survey
of a portion of the subdivisional lines and a partial
subdivisional survey of sections 8, 16, 21, and 27 of
Township 13 South, Range 2 East, Salt Lake Meridian, Utah.

T, 13 S., R. 2 E.

Surveyed by

Retr., or Resurveyed by

C. Mogo

1856
A.D. Ferron

Page and Lentz

C. Mogo
A.D. Ferron

Fitzhugh

A.D, Ferron
A.,D, Ferron

A.D. Ferron
E., Koeber

Fitzhugh
H. Page

J.P. Walker

C. Mogo
A.D, Ferron

Fitzhugh
E. Bird

1903

Page and Lentz

E. Bird

1856
1874

A.D. Ferron
1895

1874
1883
A.D, Ferron

1874
1891

"E. Koeber
1895
1901

H. Page
1904

J.P. Walker

1856
1874
A.D. Ferron
1895
1949
E. Bird

Two corners on the north boundary of the township were
remonumented by Ferrel D. Reynolds in 1970 under the

remonumentation cooperative agreement between the U.S.
‘|Forest Service and the BLM. B

The surveys were executed in accordance with the specifi-
cations set forth in the Manual of Surveying Instructions,
1973, and the Special Instructions dated June 7, 1983.

The directions of the lines of this survey were determined
by reference to true meridians established on line by
direct observations on Polaris.

The lines were carried

1874

19203
1949

1874

1883

1891

1901

1904

1874

1949
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Township 13 South, Range 2 East, Salt Lake Meridian, Utah

CHAINS

forward by sustained angulation being supplemented by
other observations on Polaris taken throughout the
progress of the survey.

Preliminary to the resurvey the lines of the original
survey were retraced and search was made for all corners
and other calls of the record. Identified corners were
remonumented in ‘their original positions; lost corners
were restored and monumented at proportionate positions
based on the original record. The retracement data were
thoroughly verified and only the true llne field notes areg
| given herein.

The geographic position of the southeast corner of sectioil
27, as determined from a tie made to triangulation statioj]
"SALT 1938", located in section 30, is as follows:

Latitude 39° 39' 05,23" N. Longitude 111° 40' 42.28" W.
The mean magnetic declination is as projected from the

U.S. Geological Survey Magnetic Declination map of 1980 ig
14 1/2° E,

Dependent Resurvey of a Portion of the East Boundary,
T. 13 8., R. 1 E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
A.D. Ferron in 1873 and the
Resurvey Executed. by A.D. Ferron in 1883

Beginning at the cor. of secs. 12 and 13, R. 1 E. only,
on the E. bdy. of the Tp., monumented with a guartzite
stone, 12 x 1l2-x.8 ins., firmly set 8 ing, in the ground
and dimly mkd. 4 notches on S and 2 notches on N edge.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20
ins. in the ground, and in a collar of stone, with
aluminum cdap mkd.

ST 13 s
R1E R2E

s 12|
s 13|
1983

Deposit the mkd. stone alongside the aluminum post.

Cor. is located at the cor. of old fence, bears N and W,
on N slope in thick oak, maple, and underbrush.

N. 0° 16' W., on the E, bdy. of sec. 12, T. 13 S., R. 1 E.

Over broken mountainous land, through thlck ocak, maple and
: underbrush

39.92 |Point for the 1/4 sec. cor. of sec. 12 only, at
proportionate distancej; there is no remalnlng evidence of
the original corner.

#U.8. Government Printing Office; 1980 —778-251/292
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Dependent Resurvey of a Portion of the East Boundary,
T, 13 8., R. 1 E., Salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T 13 S
R1E R2E
1/4
s 12
1983

Cor. is located 10 lks. dist. W of fence line, bears N and
S$ in thick oak, maple and underbrush. Broken NE slope.

79.84 True point for the cor. of secs. 1l and 12, T. 13 S.,

« R, 1 E., at proportionate distance; falls on steep broken
slide area, not suitable for monumentation. There is no
remaining evidence of the original witness corner.

From true point, the point selected for the witness cor.
to secs. 1 and 12, T, 13 S., R. 1 E,, bears West, 7.50
chs. dist.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T 13 8
R1E R2E

S 1 ;l
WwcC s 12

1983

Cor. is located on narrow broken spur, projecting N, in
thick underbrush.

N. 0° 16' W., along the E. bdy. of sec. 1, T. 13 S.,
R. 1 E. ’

Over broken mountainous land, through sagebrush,
shadscale, pinon, and juniper growth.

25.695 | Point for the closing cor. of secs, 6 and 7, T. 13 S.,
R. 2 E., at proportionate distance; hereinafter described.

39.92 Point for the 1/4 sec. cor. of sec. 1, at proportionate
distance; there is no remaining evidence of the original
corner. \

Set an aluminum post, 30 ins. long, 2 1l/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T 13 8
R1LE R2E
1/4
s 1
1983

Cor. is located on steep W slope in dense underbrush.
71.35 |State Highway No. 132, bears NE and SW.

79.84 |The cor. of Tps. 12 and 13 S., R. 1 E., determined by an
old mound of stone, located at the cor. of fence line

projecting N and W. This point is accepted as the best
available evidence of the original corner.

Form 9600—10 (June 1978) (formerly 9180-7) USDI-—BLM v FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the East Boundary,
T, 13 S., R. 1 E., Salt Lake Meridian, Utah

CHAINS
At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins., in the ground, with aluminum cap mkd.

R1E R2E
S

T128 T 13 S
S 36
s 1 I S 6
T 13 8
1983

Cor. is located on top of clay knoll,

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 13 8., R. 2 E., Salt lake Meridian, Utah

Reestablishment of the Survey Executed by
Charles Mogo in 1856

From the cor. of secs. 26, 27, 34, and 35, monumented with
an iron post, 2 ins. diam., exﬁending 15 ins. above
ground, and in a mound of stone, with brass cap mkd. as
described in the official record of the 1949 resurvey of a
portion of the subdivisional lines of T. 13 S., R. 2 E,

West, along the S. bdy. of sec. 27.

Over broken mountainous land, through oak, mahogany,
maple, and scattered fir growth.

-40.00- - | Point for the 1/4 sec. cor. of sec. 27 only, at record
distance, there 1s no remalnlng evidence of the original
corner,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T13SR2E
1/4 s 27
71983'

Cor. is located on steep NE slope in oak. and scattered fiy
growth.

60,00 Point for the W 1/16 sec. cor. of sec. 27 only.

Set an aluminum post, 30 ins. long, 2 1/2]ins. diam.,'20
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T 13 8R2E
Wl/l6 s 27
’1983

Cor. is located on top of ridge, bears N and 8, and in
oak, mahogany, and scattered fir growth.

72.00 Termination of the survey by Charles Mogo in 1856; there
is no remalnlng eviaence of the post set at that time.

% U.8. Government Printing Office: 1980 —778-251/292
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Survey of a Portion of the Subdivisional Lines,
T, 13 S., R. 2 E., Salt Lake Meridian, Utah

CHAINS

Survey of a Portion of the Subdivisional Lines,
T. 13 8., R. 2 E., Salt Lake Meridian, Utah

82.68 Point for the cor. of sec. 27 only, at intersection with
N-S8 line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18
ins. in the ground, and in a mound of stone, 3 ft. base,
to top of aluminum cap, mkd.

T13 S8R 2E

!S 27

1983

Cor. is located on top of spur, slopes W, in thick oak,
mahogany and fir growth.

North, along the W. bdy. of sec. 27 only.

Over broken mountainous land, through ocak, mahogany,
pinon, juniper, and fir growth.

22,12 Point to which Charles Mogo Surveyed South in 1856, there
is no remaining evidence of the post. set at that time.

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 13 S., R. 2 E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
Charles Mogo in 1856

38.12 Point for the 1/4 sec. cor. of sec. 27 only, at record

: bearing and distance, from the cor. of secs. 21, 22, 27,
and 28; there is no remaining evidence of the original
corner.

Set an aluminum post} 30 ins. long, 2 1/2 ing. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T13 SR2E
1/4
s 27
1983

Cor. is located on sﬁeep SE slope in thick oak.

78.12 Point for the cor. of secs. 21, 22, 27, and 28, determined
latitudinally by E-W fence line and longitudinally by
record distance from the 1/4 sec. cor. of secs. 22 and 27;

there is no remaining evidence of the original monoument.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20
ins. in the ground,.-and in a collar of stone, with

aluminum cap mkd.
T 13 S 2 E
S 218 22
s 2818 27

1983

Form 9600—10 (June 1978) (formerty 9180-7) USDI-—BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 13 S., R..- 2 E., Salt Lake Meridian, Utah

CHAINS

Cor. is located in small draw, drains NE, in oak .and
lightly scattered balsam pine growth. .

From the 1/4 sec. cor. of secs. 22 and 27, determined by
the cor. of fence projecting W and N and an old mound of
stone surrounding it. No mkd. stone was found.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins., in the ground, and in a collar of stone, with.
aluminum cap mkd.

T3 SR2E
S 22

1/4 s 27
- 1983

Cor, is loéated on gentle SE Slqpe in lightly scattered
sagebrush and oak brush.

'S. 88° 30' W., bet. secs. 22 and 27.

40,02 The cor. of secs. 21, 22, 27, and 28.

N.0° 34°' W., bet. secs. 21 and 22,

Over broken mountainous land, through sagebrush, pinon,
oak, and juniper growth.

40,71 | The 1/4 sec. cor. of’secs,'zi and 22, mkd. by an old moungd
‘ of stone, with steel fence post in mound. - No mkd. stone '
was found, "

In center of mound

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam.,, 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

TI3SR2E
/4

§21|s 22
1983.

Raise a mound of stone, 4 1/2 ft. base, 3 ft. high, W of
cor.

Cor. is located on gentle E glope in thick oak.

Reestablishment of the Survey by
Charles Mogo in 1856 and the Resurvey by
A.D. Ferron in 1874

N. 0° 23' W., beginning new measurement.
40.67 | The cor. of secs. 15, 16, 21, ‘and 22, mkd. by an old mound
' of stone, with steel fence post in mound. No mkd. stone

was found.

In center of mound

#U.S. Government Printing Office: 1980 —1778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 13 S., R. 2 E,, Salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T13 SR 2E

S l6| S 15

s 21) s 22
1983

Raise a mound of stone, 4 ft. base, 2 ft. high, W of cor.

Cor, is located on gentle rolling land in sagebrush. i

Reestablishment of the Survey Executed by
Charles Mogo in 1856

From the cor. of secs. 21, 22, 27, and 28.
West, along the S. bdy. of sec. 21.

Over broken mountainous land, through oak, mahogany,
pinon, and juniper growth.

40.00 |Point for the 1/4 sec. cor. of sec. 21, at record bearing
and distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T13 SR 2 E
1/4 S 21
1983

Cor. is located on NW slope in oak, fir, and mahogany
growth.

42,00 Termination of the survey. executed by Charles Mogo in
1856; there is no remaining evidence of the original post
set at that time.

Survey of a Portion of the Subdivisional Lines,
T, 13 8., R. 2 E,, Salt Lake Meridian, Utah

80.68 True point for the cor. of sec. 21 only, at intersection
with N-S line, falls on steep slope and cannot be
monumented.

From true point, the point selected for the witness cor.
to sec. 21 only, bears West, 0.35 chs. distance.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26

ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

Cor. is located on NE slope in dense fir.

Form 9600—10 (June 1978) (formerly 9180—-7) USDI-—BLM FIELD NOTE PAPER




 Survey of ‘a Portion of the Subdivisional Lines,
T. 13 8., R. -2 E., Salt Lake Meridian, Utah

CHAINS

From true- point foxr the cor. of sec. 21 only.
North, along the W. bdy. of sec. 21.

Over broken mountainous land, through thick oak, maple,
mahogany, and undergrowth

41.37 |(Point for the 1/4 sec. cor. of sec. 21 only.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

‘T13 SR 2 E
1/4
8 21
1983

Cor. is located on SW slope in oak and mahogany growth.
81,37 Point for the cor. of secs. 16 and 21, at record bearing
' ahd distance, from the cor. of secs. 15, 16, 21, and 22,
There is no remaining evidence of the original corner set
in 1856 by Charles Mogo.
Set an aluminum post, 30 ins. long, 2 1/2 ins., diam., 18
ing. in the ground, and in a collar of stone, with
aluminum cap mkd. '
T 13 8 R 2 E
'S 16 .
ls 21 V ; : (
1983

Cor. is located on steep W slope in scrub oak brush.

Dependent. Resurvey of a Portion of the:Subdivisional
Lines, 7. 13 8., R. 2"E.,, Salt Lake Meridian, Utah

Reestablighment of the Survey Executed by
Charles Mogo in 1856

From the cor. of sécs.~l5, le, 21, and 22,
West, bet. 'secs. 16 and 2L.::

Over broken mountainous land, through«sagebrush, oék,
pinon, juniper, and mahogany growth.

40.00 Point for the l/4usec. CcoX. of‘secs.IIG and 21,'at record
bearing. and distance; there is no remaining evidence of
~the original corner. set ‘in 1856.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ]
ins. in.the ground, ‘and in a collar of stone, with -
aluminum cap mkd. ' : _ o ’ b

T 13 8R2E
8 16
1/4 s 21
1983

% U.S. Government Printing Office: 1980 —778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 13 8., R. 2 E., Salt Lake Meridian, Utah

CHAINS

Cor. is located on steep NE slope in oak and maple growth.
60.00 Point for the W 1/16 sec. cor. of secs. 16 and 21.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T13 8 R2E
« S 16
W 1l/16 s 21
1983

Cor. is located on steep NE slope in oak and maple growth.

80.00 The cor. of secs. 16 and 21, at record bearing and
distance.

Reestablishment of the Survey Executed by
A.D. Ferron in 1874

From the cor. of secs. 15, 16, 21, and 22.
N. 0° 26' W., bet. secs. 15 and 16.

Over rolling mountainous land, through sagebrush, oak, and
maple growth.

40.69 Point for the 1/4 sec. cor. of secs. 15 and 16, at
proportionate distance; there is no remaining evidence of
the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, andﬂin a collar of stone, with
aluminum cap mkd.

T13SR2E
1/4

S 16| s 15
1983

Cor. ig located on gentle NE slope in oak and sagebrush.
81.38 The cor. of secs. 9, 10, 15, and 16, monumented with a
granite stone, 15 x 10 x 6 ins., firmly set and plainly
mkd. 4 notches on S and 3 on E edges.
At the corner point
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.
T 13 SR 2E

8 918 10

S lGl_S 15

1983

Deposit the mkd. stone alongside the aluminum post.

Cor. is located on gentle NE slope in sagebrush and oak
brush.

Form 9600—10 (June 1978). (formerly 9180—7) USDI-—BLM V _ FIELD NOTE PAPER
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Dependent Resurvey of a Portion‘df'the Subdivisional
‘Lines, T. 13 S.; R. 2 E., Salt Lake Meridian, Utah

CHAINS
S. 88° 04' W., bet. secs. 9 and 16.

Over rolling mountainous land, through sagebrush and oak
brush. ; ; v

41.85 Point for the 1/4 sec. cor. of secs. 9 and 16, at
Proportionate distance; there is no remaining evidence of
the original corner.

Set an aluminum post, 30 ins. long, 2.1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

TI13 SR 2E
)
1/4 S 16
1983

Cor. is located on rolling NE slope in'oak and sagebrush.
61.86 Point for the W 1/16 sec. cor. of sec. 16 only,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ing. in the ground, and in a collar of stone, with

aluminum cap mkd.

TI3SR2E

W l/16 8 16
1983

Cor. is located on steep E slope in oak and sagebrush.,

79.41 Point for the closing cor. of sec. 16 only, hereinafter
described. )

83.70 The cor. of secs. 8 and 9, monumented with a granite
stone, 16 x 16 x 10 ins., firmly set in a mound of stone
and plainly mkd. 4 notches on § and E edges.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T13 SR 2E
81 8 9
s 17
1983

3
S
Deposit the mkd. stone alongside the aluminum post.

Cor. is located on‘nearly,level bench in oak and mahogany
growth.

Survey of a Portion of the Subdivisional Lines,
T. 13 8., R. 2 E,., Salt Lake Meridian, Utah

From the cor., of secs. 16 and 21 only.
Noxrth, on true line along the W.\bdy. of sec. 16,

Over broken mountainous land, through sagebrush, oak, and
maple growth,

% U.S. Government Printing Office: 1980 — 778-251/292




11

survey of a Portion of the Subdivisignal Lines,
T, 13 S., R. 2 E., Salt Lake Meridian, Utah

CHAINS

40.00 Point for the 1/4 sec. cor. of sec. 16 only.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ine. in the ground, and in a collar of stone, with
aluminum cap mkd.

T13 SR 2E
1/4
S 16
1983

Cor. is located on steep E slope in oak and maple growth.
Intersect the S. bdy. of sec. 9.
Point for the closing cor. of sec. 16 only.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T13 SR 2 E
)

ﬁs 16
cc
1983

Raigse a mound of stone, 3 ft. base, 2 ft. high, S of cor.

Cor. is located at the E edge of small flat, in oak and
maple growth.

From this cor., the cor. of secs. 8 and 9, bears
S. 88° 04' W., 4.29 chs. dist.

From this same cor., the W 1/16 sec. cor. of sec. 16 only,
bears N. 88° 04' E., 17.55 chs. dist.

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 13 8., R. 2 E,, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
A.D. Ferron in 1874

From the cor. of secs. 8 and 9 only.
N. 0° 34' W., bet. secs. 8 and 9.

Over broken mountainous land, through sagebrush, maple,
oak, and thick underbrush.

Point for the 8 1/16 sec. cor. of secs, 8 and 9.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T13 8 R2E
s 1/16
s 8|89
1983

Cor. is located on NW slope in oak and maple growth.

T orm 960010 (June 1978) (formerly 9180—7) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional
Llnes, T. 13 8., R. 2 E., Salt Lake Meridian, Utah

CHAINS _
40.35 | The 1/4 sec. cor. of secs. 8 and 9, monumented with a
sandstone, 14 x 10'x 6 ins,, firmly set 6 ins. 1n the
ground: and plainly mkd. 1/4 .8 on W face. -

At the pornér point

Set an aluminum post, 30 ins., long, 2 1/2 ins. diam., 24
ins. in the ground,,. and 1n a collar of stone, with
aluminum cap mkd.

TI1I3SR2E
1/4
s 8 'S 9
1983

Deposit the mkd. stone .alongside the aluminum post

Cor. is located in bottom of small draw, drains NE, in oaX
and maple growth,

N. 1° 34' E., beginning new measurement.

40,22 The cor. of secs. 4, 5, 8, and 9, monumented with a
’ granite stone, 18 x 13 x 10 ins., firmly set in a mound of
stone, plainly mkd. 5 notches on 8 and 4 on E edges.

At the cornerkpoint

Set an alumlnum post, 30 ins. long, .2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with

aluminum cap mkd. o ‘ ,

T13SR2E

Deposit the mkd. 'stone alongside the aluminum post.

Cor. is located on steep NE slope in thick oak and maple
growth, :

N. 89° 46’ W., bet. secs. 5 and 8.

Over broken mountainous land, through sagebrush, oak, and
maple growth.

39.50 The 1/4 sec., cor. of gec. 5 only, monumented with a
| sandstone, 13 x 12 x'7 ins., firmly set 6 ins. in the
ground and plainly mkd.-1/4 S on N face.

At the corner point .
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam,, 20

. ins. in the ground, and in a collar of stone, with
‘ ‘ aluminum cap mkd.

TI1I3SR2E
1/4 -85
1983

Depogit the mkd. stone alongside the aluminum post.

Cor. is located on steep NE slope in thick oak and
underbrush.

% U.8. Government Printing Office: 1980 —778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 13 S., R. 2 E., Salt Lake Meridian, Utah

CHAINS

N. 88° 44' W., beginning new measurement.
0.50 Point for the 1/4'se¢. cor. of sec. 8 only.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T13 SR 2E

1/4 S 8
1983

Cor. is located on steep NE slope in thick oak and
underbrush.

20.505 |Point for the W 1/16 sec. cor. of 8 only.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with

aluminum cap mkd.

T 13 SR2E

W 1l/16 S 8
1983

Raise a mound of stone, 3 1/2 ft. base, 2 ft. high, S of
cor.

Cor. is located on rolling W slope in scattered oak.

39.15 The cor. of secs. 5 and 6, mkd. by the cor. of fences,
projecting E-W and N, and in an old scattered mound of
stone. No mkd. stone was found.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd. :

T13 SR 2 E
s6| s 5
s 8
1983

Cor. is located on N slope in thick oak brush.

N. 88° 56' W., along the S. bdy. of sec. 6.

Over broken mountainous -land, through sagebrush, oak, and
maple growth.

2.08 Point for the closing cor. of secs. 7 and 8, hereinafter
described.

40.02 Point for the 1/4 sec. cor. of sec. 6 only, at
proportionate distance; there is no remaining evidence of
the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

Form 9600—10 (June 1978) (formerly 9180-7) USDI-—BLM ) FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 13 S., R, 2 E., Salt Lake Meridian, Utah

CHAINS

T138 R2E
1/4 -~ 86
' 1983

Cor. ig located on NW slope in thick oak and underbrush.
42.09 Point for the 1/4 sec. cor. of sec. 7 only.

Set an aluminumﬂpost, 30 ins. long, 2 1/2 ins. diam., 14
ins. in the ground to bedrock, and in a mound of stone; 3

1/2 ft. base to top of aluminum cap, mkd,

T13.8R2E

1/4 8.7
1983

Cor. is located on NW slope in thick oak and maple.

105.13 | Point selected for the witness closing cor. of secs. 6 and
7.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd. '

g S 6
s 1 |s7>wcc

1983
Raise a mound of stone, 3 ft. base, 2 ft. high, E of cor. :

Cor. is located on E rim of canyon, bears N and 8, in

scattered pinon, juniper and oak ‘growth.

107.63 |'True point for the closing cor. of secs. 6 and 7, at

: proportionate distance; there is no remaining evidence of
the original closing corner. This point falls on steep
broken W slope. Unsuitable for monumentation.

From true point, the 1/4 sec. cor. of sec. 1 only, ,
T. 13 8., R. 1 E., bears N. 0° 16' W., 14.225 chs. dist.,
hereinbefore described.

From this same point} the true point for the cor. of secs.
1l and 12, T. 13 S., R. 1 E., bears S. 0° 16' E., 25.695
chs. dist., hereinbefore described.

uSurvey of a Portion of the Subdivisional Lines,
T. 13 8., R. 2 E,, Salt Lake Meridian, Utah

From the cor. of secs. 8 and 9.
West, on a true line along the §S. bdy. of sec. 8.

Over broken mountainoﬁs land, through maple, oak, pinon,
juniper, and fir growth. ' ,

40,00 Point for the 1/4 sec. cor. of sec. 8 only.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24

ins. in the ground, and in a collar of stone, with
aluminum cap mkd.
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Survey of a Portion of the Subdivisional Lines,
T. 13 8., R. 2 E., Salt Lake Meridian, Utah

CHAINS

T13 SR 2E
1/4 S 8
1983

Cor. is located on steep N slope in oak and lightly
scattered fir growth.

80.00 Point for the cor. of sec. 8 only.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 4
ins. in the ground to bedrock, and in a mound of stone, 4
1/2 f£t. base, to top of aluminum cap, mkd.

T 13 SR 2 E
s 8
1983

Cor. is located on steep N glope in oak and scattered fir
growth.

North, on a true line along the W. bdy. of sec. 8 only.

Over broken mountainous land, through oak, maple, pinon,
juniper, and scattered fir growth.

41.61 Point for the 1/4 sec. cor. of sec. 8 only.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 15
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base to top of aluminum cap, mkd.

T13 S R2E
1/4
S 8
1983

Cor. is located on gentle rolling E slope in sagebrush and
shadscale growth,

81l.61 Intersect the 8. bdy. of sec. 6.
Point for the closing cor. of secs. 7 and 8.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T13 S R 2 E
S 6
s7]ss8

(@]
w O

198
Raise a mound of stone, 3 ft. base, 2 ft. high, § of cor.

From this cor., the cor. of secs. 5 and 6, bears
S. 88° 56' E., 2.08 chs. dist., hereinbefore described.

From this same cor., the 1/4 sec. cor. of sec. 6 only,
bears N, 88° 56' W., 37.94 chs. dist., hereinbefore
described. ' '

Cor. is 1ocatéd on NE slope in oak and sagebrush.

Form 9600—10 (June 1978) (formerly 9180-7) USDI~—BLM ' FIELD NOTE PAPER
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Survey of a Portion of the Subdivision of Section 8,
7. 13 8., R. 2‘E,, Salt Lake Meridian, Utah

CHAINS

Survey of a Portion of the Subdivigion of Section 8,
T. 13 8.,.R, 2 E., Salt Lake Meridian, Utah

From the S 1/4 sec. cor. of sec. 8 only.

N. 0° 29' E., on the N-8 center line of sec. 8.

Over mountainous land; through maple and oék growth.
20.95 | Point for thé center S 1/16 sec. cor. of sec}AS.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.-

T13 8 R2E
C

s1/16 | s 8
c

1983
Cor. is located on steep SE slope in oak brush.

40.95 Point for the :center 1/4 sec. cor. of sec. 8, at
intersection with the E-W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20
ins. in the ground, and in a collar of stone, with
aluminum cap mkd. ~ '
T13 8 R2E
cl/4 s 8
1983

Cor. is located on NW'slope in oak brush.

80.73 | The N 1/4 sec, cor. of sec. 8 only.

From the 1/4 sec. cor. of sgeecs. 8 and 9.
N. 89° 05' W., on the E~W center line of sec. 8.
Over mountainous land, through oak and maple growh.
39,24 | The center 1/4 sec. cor. of sec. 8.
59,24 Point for the center W.1/16 sec. cor. of sec. 8.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T 13 ] R 2 B

W 1/L6

... e s8 c
1983

Cor, is located in bottom of-: draw, drains;N in oak growth.

792.61 The W 1/4 sec. cor, of sec. 8 only.

% U.8. Government Printing Office: 1980 — 778-251/292
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Survey of a Portion of the Subdivision of Section 8,
T. 13 8., R. 2 E., Salt Lake Meridian, Utah

CHAINS

From the S 1/16 sec. cor. of gsecs. 8 and 9.

N. 89° 07' W., on the E-W center line of the SE 1/4 of
sec., 8. -

|over mountainous land, through maple and oak growth.

39.61 The center S8 1/16 sec. cor. of sec. 8.

From the center W 1/16 sec. cor. of sec. 8.

N. 0° 29' E., on the N~S center line of the NW 1/4 of
sec., 8.

Over mountainous land, through oak and m&plé grdwth.

39.90 The W 1/16 sec. cor. of sec. 8 only.

Survey of a Portion of the Subdivision of Section 16,
T. 13 8., R. 2 E., Salt Lake Meridian, Utah

Erom the 1/4 sec. cor. of secs. 16 and 21.
N. 1° 46' W., on the N-S center line of sec. 16.
Over mountainous land through maple and oak growth.

40, 35 Point for the center 1/4 sec. cor. of sec. 16, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T13 S R2E
Cl/4 8 16
1983

Raise a mound of stone, 3 ft. base, 2 ft. high, W of cor.

Cor. is located on roliing E slope, 90 lks. dist. E of
bull dozed road, bears N and S in ocak brush.

80.00 ‘he 1/4 sec. cor. of secs. 92 and 16.

'rom the”1/4 sec. cor. of secs. 15 and 16.

B, 89° 30" W., on the E-W center line of sec. 16.
pver mountainous land, through maple and oak growth.,
40.923 The center 1/4 sec. cor. of sec. 16.

60.93 Point for the center W 1/16 sec. cor. of sec, 16.

? $et an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T13S8SR2E
W 1l/16
.C S 16 C
1983

#aise a mound of stone, 3 ft. base, 1 ft. high, W of cor.

Form 960010 (June 1978) (formerly 9180—7) USDI-—BLM , FIELD NOTE PAPER
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&
Survey of a Portion of the Subdlvlslon of Section 1le6,

T, 13 8., R. 2 E., Salt Lake Meridian, Utah

CHAINS

Cor. is located on gentle rolllng E slope, in oak and
maple growth.

79.69 The 1/4 sec. cor. of sec. l6.

Ll

From the W 1/16 sec. cor. of secs. 16 and 21.

N. 1° 46' W., on the N-§ center line of the SW 1/4 of sec.
160 N " :

Over mountainous land, through maple and oak growth.

- 40.18 The center W 1/16 sec. cor. of sec. 16.

From the center W 1/16 sec. cor. of sec. l16.

N, 1° 46' W., on the N-8 center line of the NW 1/4 of sec,
16,

‘Over mountainous land, through maple and oak growth.

39.15 The W 1/16 sec. cor. of sec. 16.

Survey of a Portion of the Subdivigion of Section 21,
T, 13 S., R. 2 E., Salt Lake Meridian, Utah

From the S 1/4Lsec. cor. of sec. 21 only.
N. 0° 29' W., on the N-8 center line of sec. 2l.
Over ‘mountainous land, through maple and oak~growth.

41.04 | Point for the center 1/4 sec. cor. of sec. 21, at
intersection with the E and W center line.

get an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16

ins. in the ground, and in a mound of stone, 4 1/2 ft

base, to aluminum cap, mkd.

T 13 8SR2E

cCl/4 s 21
1983

Cor. is located on S slope in oak growth.

81.38 The 1/4 sec. cor. of secs. 16 and 21,

From the 1/4 sec. cor. of secs. 21 and. 22.
N. 89° 31' W., on the E-W.center line of sec. 2l.

Over broken mountalnous land, through maple and oak
growth.

39.94 |The center 1/4 sec. cor. of sec. 21.
59,94 {Point for the center W 1l/16 sec. cor. of sec. 2l.
Set an aluminum poSt, 30 ins. long, 2 1/2 ins. diam., 20

ins. in the ground, - and in a collar of stone, with
aluminum cap mkd.

% U.S. Governmeiit Printing Office: 1980 —778-251/292
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Survey of a Portion of the Subdivision of Section 21,
T. 13 s., R. 2 E., Salt Lake Meridian, Utah

CHAINS

T13 SR 2 E

W 1/16 ‘

¢  s21 - c
1983

From this cor., U.S.C. & G.S. triangulation station "SALT
1938", bears S. 71° 04' W., 137.739 chs. dist., a bronze

disk, seated in boulder. The elevation to this point is a
plus 2134.59 ft.

80.27 The 1/4 sec. cor. of sec. 21.

From the center W 1/16 sec. cor. of sec. 21.

N, 0° 29' W., on the N and S center line of the NW 1/4 of
sec. 21.

40.17 |The W 1/16 sec. cor. of secs. 16 and 21.

Survey of a Portion of the Subdivigion of Section 27,
T. 13 8., R. 2 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec. 27 only.
N. 1° 56' W., on the N-S center line of sec. 27.

39.10 Point for the center 1/4 sec. cor. of sec. 27, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T 13 SR2E
cl/4 s 27
1983

Cor. is located in large draw, drains NE, in thick oak and
maple growth.

79.21 The 1/4 sec. cor. of secs. 22 and 27.

From the 1/4 sec. cor. of secs. 26 and 27.

S. 88° 41' W., on the E~W center line of sec. 27.
40.14 The center 1/4 sec. cor. of sec. 27,

60.145 | Point for the center W 1/16 sec. cor. of sec. 27.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with

aluminum cap mkd.

T13 SR 2E
W 1/16
c s 27 C
1983

Cor. ig located in large draw, drains NE, in thick oak and
maple growth.
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Survey of a Portion of the Subdivision of Section 27,
7, 13 8., R. 2°E., Salt ‘Lake Meridian, Utah

CHAINS

8l.51 The 1/4 sec. cor. of sec. 27 only.

From the W 1/16 sec. cor. of sec. 27 only.

N. 1° 57' W., on the N and S center line of the SW 1/4 of
sec. 27.

38.64 The center W 1/16 sec. cor. of sec. 27.

General Description .

The ‘area surveyéd and resurveyed within T. 13°S., R. 2 E.,
varies from broken mountainous at higher elevations to
rolling rocky hill and knolls at lower elevations. The
elevation ranges from about 5600 to 8300 ft. above sea
level. The goil varies from sandy clay loam at the lower
elevations to very rocky limestone formations at the ‘upper
elevations. The vegetation consists of shadscale,
sagebrush, bunchgrass and other native grasses. The area
is generally covered with oak and maple, gome pinon and
juniper and at a higher elevation some strands of aspen
and fir. The general drainage is to the NE. There is
some dry land farming in section 27. Summer home
subdivisional work in sections 16 and 21 and livestock
grazing in section 8.

%U.S. Governinent Printing Office: 1980 —778-251/292
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Township 16 South, Range 6 West, Salt Lake Meridian, Utah

CHAINS
The following field notes are those of the dependent
resurvey of a portion of the Third Standard Parallel
South through Ranges 6 and 7 West, a portion of the
First Guide Meridian West through T. 16 S., a portion
of the west boundary, a portion of the south boundary,
and a portion of the-subdivisional lines with a
subdivisional survey of sections 6, 7, 18, 21, 24, 25,
26, 29, 30, and 35, T. 16 S.,

R. 6 W., Salt Lake Meridian, Utah.

History of Surveys

Surveyed by Retr. or Surveyed by

NORTH BOUNDARY (Third Standard Parallel South)

All Joseph Gorlinski 1873
Portion : R. Gentry and
: A. Alberga 193¢
Portion A. Nelson and E. Bird
' 1941
EAST BOUNDARY (First Guide Meridian West)
All J. Bausman 1869
Portion J.C. Thoma 1920
All . A. Nelson and E. Bird
, ‘ 1941
SOUTH BOUNDARY
All J. Bausman 1871 _
All ' Joseph Gorlinski
- 1874

WEST BOUNDARY

All Joseph Gorlinski 1874

SUBDIVISIONAL LINES

All Joseph Gorlinski 1874

This survey was executed in accordance with the specifi-
cations set forth in the Manual of Surveying
Instructions, 1973, and the Special Instructions dated
June 21, 1982,

The directions of the lines of this survey refer to the
true meridian as determined by direct altitude
observations of the sun and hour angle observations of
Polaris. The lines were carried forward by sustained
angulation.

Preliminary to the resurvey the lines of the original
survey were retraced and search was made for all corners
and other calls of the record. Identified corners. were
remonumented in their original positions; lost corners
were restored and monumented at proportionate positions
based on the original record. The retracement data were
thoroughly verified and only the true line field notes
are given herein. ‘

The geographic position of the cor. of Tps. 16 and 17 S.,
R. 5 W., on the First Guide Meridian West, as determined
from a tie to National Geodetic Survey triangulation
station "Aeronica", located in sec. 34, T. 16 S.,

R. 6 W., is as follows:

Form 9600—10 (June 1978) (formerly 9180~7) USDI—-—BLM
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Township 16 South, Range 6 West, Salt Lake Meridian, Utah

CHAINS ;
Latitude 39° 22' 38.54" N. Longitude 112° 27' 45,17" W.

The mean magnetic declination as projected from U.S.
Geological Survey “"Magnetic Declination Map of 1980" is

14 1/2°.

Dependent Resurvey of a Portion of the
Third Standard Parallel South Through R. 6 W.,
galt Lake Meridian, Utah

, H(Reestablishmen; of the  Survey Executed by
Joseph Gorlinski in 1873 and the
Resurvey Executed by A. Nelson and E. Bird in 1941)

Beginning at the standard cor. of Tps. 15 and 16 S.,

R. 6 W., on the First Guide Meridian West, -monumented
with an iron post, 3 ins. diam., firmly set, projecting 9
ins. above the ground, with brass cap, mkd. as described
in the official record of ‘the 1941 resurvey.

N. 89° 59' W., on the S. bdy. of sec. 36.

39.60 The standard 1/4 sec. cor. of sec. 36, T. 1% S., R. 6 W.,
monumented with an iron post, 1 in. diam., firmly set,
projecting 2 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resurvey.

West, beginning new measurement.
0.17 Point for the 1/4 sec. cor. of sec. 1, T. 16 S., R. 6 W.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

[ B
S
451

L 8 1
SR6W

198

1
T1

IV}

39.62 The standard cor. of secs. 35 -and 36, T. 15 S., R. 6 W.,
monumented with an iron post, 2 ins. diam., firmly set,

projecting 16 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resurvey.

N. 89° 59' W., on the S. bdy. of sec. 35.

0.32 The closing cor. of secs. 1 and 2, T. 16 S., R. 6 W.,
monumented with an iron post, 2 ins. diam., firmly set,

| projecting 16 ins. above the ground, with brass cap, mkd.
| as described in the official record of the 1941 resurvey.

40.16 | The standard 1/4 sec. cor. of sec. 35, T. 15 8., R. 6 W.,
monumented with an iron post, 1 in. diam., firmly set,

projecting 9 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resurvey.

West, beginning new measurement.

% U.S. Government Printing Office: 1980— 778-251/292
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Dependent Resurvey of a Portion of the
Third Standard Parallel South Through R. 6 W.,

—Salt Lake Meridian, Iftah

CHAINS

40.14 The standard cor. of secs. 34 and 35, T. 15 S., R. 6 W.,
monumented with an iron post, 2 ins. diam., firmly set,
projecting 9 ins. above the ground, with brass cap, mkd,
as described in the official record of the 1941 resurvey.

S. 89° 52' W,, on the 8. bdy. of sec. 34.

0.50 The closing cor. of secs. 2 and 3, T, 16 8., R. 6 W.,
monumented with an iron post, 2 ins. diam., firmly set,
projecting 15 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resurvey.

40.18 The standard 1/4 Sec. cor. of sec. 34, T. 15 8., R. 6 W.,
monumented with an iron post, 1 in. diam., firmly set,
brojecting 9 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resurvey,

N. 89° 49' w,, beginning new measurement.
0.50 Point for the 1/4 sec. cor. of sec. 3, T. 16 S., R. 6 W.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
' in the ground, with brass cap mkd.

S 3

Rew

2

40.19 The standard cor. of secs. 33 and 34, T. 15 8., R, 6 W.,
monumented with an iron post, 2 ins. diam., firmly set,

brojecting 6 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resurvey.

N. 89° 59' W., on the S. bdy. of sec. 33,
0.50 Point for the closing cor. of secs. 3 and 4, T, 16 8.,
’ R. 6 W., at broportionate distance; there is no remaining

evidence of the original corner,

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ing.
in the ground, with brass cap mkd.

T 15

o)}

W

S

4
T 16

OO0 = n
MO W 0w
o w

=

198

'40.05 | The standard 1/4 sec. cor. of sec. 33, T. 15 5., R, 6 W.,
monumented with an iron post, 1 in. diam., firmly set,

brojecting 14 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resurvey.

This cor. now functions as the 1/4 sec. cor. of secs, 4
and 33, Tps. 15 and 16 S., R. 6 W.

I change the marks on the cap to

Form 9600—10 (June 1978) (formerly 9180~7) USDI——BLM FIELD NOTE p APER
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Dependent Resurvey of a Portion of the
Third Standard'Parallel South Through R. © W.y
salt Lake Meridian, Utah

CHAINS

sC
s 33

1/4 8 4

: 1941
1982

West, beginning new measurement.

39.55 | The closing cor. of secs. 4 and 5, T. 16 S.s R. 6 W.y
nonumented with an iron post, 2 ins. diam., firmly set,
projecting 9 ins. above the ground, with brass cap. mkd. .
as described in the official record of the 1941 resurvey.

40.08 | The standard cor. of secs. 32 and 33, T. 15 8., R. 6 W.,
‘ monumented with an iron post, 2 ins. diam., firmly set,
projecting 9 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resuxvey.

N. 89% 57' W., on the S. bdy. of sec. 32.

g

© 39,64 point for the l/4ksec. dor. of sec. 5, T. 16 S R. 6 W.

' get an iron post, 30 ihg. long, 2Vl/2 ins. diam., 24 ins.
in the ground, with brass cap mkd. ‘

1/4
6

5
T1 6

b

W

s
198

N

40.06 | The standard 1/4 sec. cor. of sec. 32, T. 15 8., R. 6 W.,
' monumented with an iron post, 1 in. diam., firmly set,
projecting 18 ins. above the ground, with brass cap, mkd.
as described in the 1941 resurvey.

N. 89° 55' W., beginning new measurement.

39-74 | The closing cor. of secs. 5 and 6, T. 16 S., R. 6 W.,
monumented with an iron post, 2 ins. diam,., firmly set,
projecting 10 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resurvey.

40,06 The standard cor. of secs. 31 and 32, T. 15 8., R. 6 W.,
monumented with an iron post, 2 ins. diam., firmly set,
projecting 14 ins. above' the ground, with brass cap mkd.
as described in the official record of the 1241 resurvey.

s. 89° 59' W., on the S. bdy. of sec. 31.
39.77 Point for the 1/4 sec. cor. of sec. 6, T. 16 S., R. 6 W.
Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.

in the ground, with brass cap mkd.

1/4 S 6
T16 SR 6W
1982
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Dependent Resurvey of a Portion of the
Third Standard Parallel South Through R. 6 W.,
Salt Lake Meridian, Utah

CHAINS

40,07 The standard 1/4 sec. cor. of sec. 31, T. 15 S., R. 6 W.,
monumented with an iron post, 1 in. diam., firmly set,

projecting 10 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resurvey.

S. 89° 59' ., beginning new measurement.

40.08 The standard cor. of Tps. 15 S., Rs. 6 and 7 W.,
monumented with an iron post, 3 ins, diam., firmly set,
bprojecting 9 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1940 resurvey
of the Third Standard Parallel South through R. 7 w.

Dependent Resurvey of a Portion of the
Third Standard Parallel South Through R. 7 W.
Between Tps. 15 and 16 S., Salt Lake Meridian, Utah

(Reestablishment of the Survey Executed by
Joseph Gorlinski in 1873 and the Resurvey
Executed by R, Gentry and A. Alberga in 1940)

N. 89° 50' W., on the S. bdy. of sec. 36.

9.57 Point for the closing cor., of Tps. 16 S., Rs. 6 and 7 W.,
at proportionate distance; there is no remaining evidence
of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

TI1I58R7W
S 36

S
S

81
T1

6

|

6
c
8

= 0

982

40.23 The standard 1/4 sec. cor. of sec. 36, T. 15 S., R. 7 w.,
monumented with an iron post, 1 in. diam., firmly set,
brojecting 9 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1940 resurvey.

Dependent Resurvey of a Portion of the
First Guide Meridian West Through T. 16 8.,
Salt ‘Lake Meridian, Utah

(Reestablishment of the Survey Executed by
. ; J. Bausman in 1896 and the
Resurvey Executed by A. Nelson in 1941)

From the cor. of Tps. 16 and 17 8., R. 5 W., on the First
Guide Meridian West, monumented with a Concrete post,

5x 6 ins., firmly set, pProjecting 6 ins. above the
ground, with a brass cap not mkd.

This cor. was set by James Cox, Registered Land Surveyor
No. 4493, in 1982, and is accepted as a careful and
faithful berpetuation of the original corner point.

Form 960010 (June 1978) (formerly 9180-—7) USDI-—BLM F,ELD NOTE PAPER
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Dependent Resurvey of a Portion of the
First Guide Meridian West Through T. 16 S.,
Salt Lake Meridian, Utah

CHAINS

N. 0° 41' E.,.on the W. bdy. of sec. 31.

20,225 | Point for the & 1/16 sec. cor. of sec. 31, T. 16 S.,
R. 5 W. )

Set an iron posﬁ, 30 ins. iong, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S
s'1l/6 s 31
R5W

1982

40.45 |Point for the 1/4 sec. cor. of sec. 31, T. 16 S.,

R. 5 W., at proportionate dl?tance; there is no remaining
evidence of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S

. 1/4 s 31
R5W
1982

70.08 |Point for the closing cor. of secs. 25 and 36, T. 16 S.,
R. 6 W., at proportionate distance; there is no remaining
evidence of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S ¥
T 16 S
Cc g 25 R5W
- C s 36 s 31

3 R6W
1982

80.90 Point for the cor. of secs. 30 and 31, T. 16 S., R. 5 W.,
at proportionate distance; there is no remaining evidence
of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S
T16s | S 30
R6W |Ss 3l
s 25 |R5W
1982

N. 0° 41' E., on the W. bdy. of sec. 30.

29.63 |point for the 1/4 sec. cor. of sec. 25, T. 16 8., R. 6 W.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S

1/4 8 25

R6W
1982

% U.S. Government Printing Office: 1980 —778-251/292




Dependent Resurvey of a Portion of the
First Guide Meridian West Through T. 16 S.,
Salt Lake Meridian, Utah

CHAINS

40.45 Point for the 1/4 sec. cor. of sec. 30, T. 16 S.,
R. 5 W., there is no remaining evidence of the original
corner. :

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 8

1/4 s 30

R5W
1982

49.855 | Point for the N 1/16 sec. cor. of sec. 25, T. 16 S.,
R. 6 W,

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

N 1/16
S 25
1982

70.08 Point for the closing cor. of secs. 24 and 25, T, 16 8.,
R. 6 W., at intersection with the First Guide Meridian
West.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 8
C S 24 T 16 S
C s 25 R5W
Reéew s 30
1982

80.90 Point for the cor. of secs. 19 and 30, T. l6 s.,
R. 5 W., at proportionate distance; there is no remaining
evidence of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S
T 16 S S 19
R6W S 30
S 24 R5WwW
1982

'N. 0° 41' E., on the W. bdy. of sec. 19.

9.265 | Point for the S 1/16 sec. cor. of sec. 24, T. 16 8.,
R. 6 W,

Set an iron post, 30 ihs. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

s 1/16
S 24
1982
29,35 Point for the 1/4 sec. cor. of sec. 24, T, 16 S., R. 6 W.

Cor. point falls in the DMAD Reservoir and is impractical
to monument.

Form 9600—10 (June 1978) (formerly 9180~7) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
First Guide Meridian West Through T. 16 S.,

Salt Lake Merldian,:Utah

CHAINS i

40.45 .| Point for the 1/4 sec. cor. of sec. 19, T, 16 S.,

R. 5 W., at proportionate distance; there is no remaining
evidence of the original corner.

Cor. point falls in the DMAD Reservoir‘and is impractical
monument.

43.45 Point selected for the witness 1/4 sec. cor. of sec. 19,
T. 16 S., R. 5. W. : §

Set an iron post, 30 ihs. long, 2 1A2 ing. diami, 24 ins.
in the ground, with brass cap mkd.

wC

T 16 S
\l’ 1/4 s 19
REW .

1982

69.52 Point for the closing cor. of secs.§l3 nd 24, T. 16 S.,
R. 6 W., at proportionate distance; there is no remaining
evidence of the original corner.

Set an iron post, 30.ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S | |
¢ s 13 T 16 S
cC s 24 R 5W

R6W s 19

g 1982

80.90 The cor. of secs. 18 and 19, T. 16 $., R. 5 W.,
monumented with an iron post, 2 ins, diam., firmly set,
projecting 12 ins. above the ground, with brass cap, mkd.
as described in the official record of the 1941 resurvey.

from which
A juniper post, 4 ins. diam., firmly set,

projecting 4 ft. above the ground, bears
S. 67° W., 7 1/2 lks. dist.

N. 0° 21' E., on the W. bdy. of sec; 18.

20.21 | Point for the § 1/16 sec. cor. of sec. 18, T. 16 S.,
R. 5 W.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 8
s 1/16 818
R5W

1982

28.61 Point for the 1/4 sec. cor. of sec. 13, T. 16 8., R. 6 W,

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

#U.S. Government Printing Office: 1980 —778-251/292
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L
Dependent Resurvey of a Portion of the

5 + First Guide Meridian Wegt Through T. 16 S.,
Salt Lake Meridian, Utah

CHAINS

T 1l6 s
174 s 13
Roéw
1982

40, 42 Point for the 1/4 sec. cor. of sec, 18, T. 16 8.,
R. 5 W., at proportionate distance; there is no remaining

evidence of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S

1/4 s 18
R5W
1982

68.60 Point for the closing cor. of secs. 12 and 13, T. 16 s.,
R. 6 W., at proportionate distance; there is no remaining
evidence of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S
C S 12
Cc s 13
Roew
1982

80.84 Point for the cor. of secg. 7 and 18, T. 16 S., R. 5 W.,
at proportionate digtance; there is no remaining evidence
of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S T 16 S
S 12 s 7
S 18
Ro6w R5wW
1982

N. 0° 21 E., on the W. bdy. of sec. 7.
27.83 |Point for the 1/4 sec. cor. of sec. 12, T. 16 S., R. 6 W.

Set an iron post, 30 ins. long, 2 1/2 ins. in the ground,
6 ins. below the surface, with brass cap mkd.

T 16 S

174 s 12

Ro6Ww
1982

from which

An iron post, 30 ins. long, 2 1/2 ins. diam., set
24 ins. in the ground, in a fence line, for a
reference monument, bears N. 86° E., 136.4 1lks.
dist., with brass cap mkd. RM 90 FT 1982 and
an arrow pointing to the cor.

Form 960010 (June 1978) (formerly 9180—7) USDI-—BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
First Guide Meridian West Through T. 16 S.,
Salt Lake Meridian, Utah

CHAINS
An iron post, 30 ins. long, 2 1/2 ins. diam., set
24 ins. in the ground in a fence line, for a
reference monument, bears S. 4° E., 136.4 lks.
dist. with brass cap mkd. RM 90 FT 1982 and an

arrow pointing to the cor. '

Cor. is located in a.dirteroad,k25ciﬁs. wide,ﬂbeariné NE
and SW. i

40,42 Point for the 1/4 sec. cor. of sec. 7, T, 16 8., R. 5 W.,
at proportlonate dlstance; there is no remaining evidence
of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd. |

T 16 8

1/4 8 7
IRBW
1982

 67.90 |Point for the closing cor. of secs. 1 and 12, T. 16 S.,
R. 6 W., at proportionate distance; there is no remaining
evidence of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam,, 24 ins.
in the ground, with brass cap mkd.

6 S

2
W
1982

Q
w nln g
o |k e

80.84 Point for the cor. of secs. 6 and 7, T. 16 S., R. 5 W.,
at proportionate distance; there is no remaining evidence
of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 8

S
s
R5W

1982

T1

oo
sHH®
Ul oy O

R

N. 0° 21' E., on the W. bdy. of sec, 6.
27.48 Point for the 1/4 sec. cor. of sec. 1, T. 16 8., R. 6 W.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S
1/4 s 1
R6W 1
1982 ' ;

40.42 Point for the 1/4 sec. cor. of seé.{G, T, 16 8., R. 5 W,,
at proportionate distance; there is no remaining evidence
of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

#U.S. Government Printing Office: 1980 —778-251/292
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Dependent Resurvey of a Portion of the
First Guide Meridian West Through 7. 16 8.,
Salt Lake Meridian, Utah

CHAINS
T 16 S
1/4 s 6
[LR 5w
982

80.84 The standard cor. of Tps. 15 and 16 S., R. 6 W. on the
First Guide Meridian West, hereinbefore described.

- Dependent Resurvey of a Portion of the
South Boundary of T. 16 S., R. 6 W.,
Salt Lake Meridian, Utah

(Reestablishment of the Survey Executed by
J..Bausman in 1871 and the
Resurvey Executed by Joseph Gorlinski in 1874)

From the 1/4 sec. cor. of secs. 1 and 36, Tps. 16 and 17
S.; R. 6 W., monumented with an iron pipe of unknown
origin, 2 ins. diam., 24 ins. long, firmly set 23 ins. in
the ground.

This pipe is accepted as a careful and faithful
Perpetuation of the position of the original corner.

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 SR 6 W
S 36
1/4 s1
T 15 8
1982

Bury the iron pipe” alongside the iron post.
S. 89° 29' W., bet. secs. 1 and 36.

40,07 Point for the cor. of secs. 1, 2, 35, and 36, Tps. 16 and
17 S.,’R. 6 W., at proportionate distance; there is no
remaining evidence of the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR5W
S 35} 8 36
s 2 S 1

T 17 8
1982

S. 89° 29' W., bet. secs. 2 and 35.

40.07 Point for the 1/4 sec. cor. of secs. 2 -and 35, at
Proportionate distance; there is no remaining evidence of
the original corner.

‘Form 960010 (June 1978) (formerly 9180—7) USDI~~BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
gouth Boundary of T. 16 S., R, 6 W.,
Salt Lake Meridian, ptah

CHAINS

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd., ’

T16 SR 5 W
s 35
1/4 s 2
. T 17 S
1982 e

60.105 | Point for the W 1/16 sec. cor. of secs. 2 and 35.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the. ground, with brass cap mkd.

T 16 SR 6 W
, 835 ‘
wl/l6 s 2
T 17 8
1982

80.14 The cor. of secs. 2, 3, 34, and 35; monumented with an
iron post, 2-ins. diam., firmly set, projecting 10 ins.
above the ground, with Millard County brass cap mkd.

81
 R6W
34| 35 iy
3] 2 iy
LS 1623

This post is accepted as a careful and faithful
perpetuation of the position of the original corner.

Dependent Resurvey of a Pdrtion of the
West Boundary of T. 16 8., R. 6 W.,
Salt Lake Meridian, Utah

(Reestablishment of the Sur&ey Executed by
Joseph Gorlinski in 1874)

From the cor. of secs. 25, 30, 31, and 36, T. 16 S.,
Rs. 6 and 7 W., monumented with an iron post, 2 ins.
diam., firmly set, projecting 8 ins. above the ground,
with Millard County brass cap mkd. LS 1623 1982.

This post is accepted as a careful and faithful
reestablishment of the position of the original corner.

Cor. falls at the intersection of a%fence, bears E and W,
and the projection of a fence, bear$ N, on the edge of a
thick patch of tamarisk.

N. 0° 10' W., bet. secs. 25 and 30.
40.12 Point for the 1/4 sec. cox. of secs; 25 and 30, at
proportionate distance; there is no remalning evidence of

the original corner.

Set an iron post, 30 ins. long, 2 1?2 ins. diam., 24 ins.
|in the ground, with brass cap mkd.

#U.S. Government Printing Office: 1980 —778-251/292
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Dependent Resurvey of a Portion of the West Boundary,
T. 16 8., R. 6 W., Salt Lake Meridian, Utah

CHAINS
T 16 S
R7W RG6W
1/4
S 25 | s 30
1982

80.24 Point for the cor. of secs. 19, 24, 25, and 30, at pro-
poportionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 s
R7W R6W
S 24 8 19
s 25 S 30
1982

I N. 0° 10' W., bet. secs. 19 and 24.

40.12 The 1/4 sec. cor. of secs. 19 and 24, monumented with an
iron post, 2 ins. diam., firmly set, projecting 8 ins.
above the ground, with a Millard County brass cap mkd. LS
1623 1982,

This post is accepted as a careful and faithful
reestablishment of the position of the original corner.

N. 0° 13" W., beginning new measurement.

40.12 The cor., of secs, 13, 18, 19, and 24, monumented with an
iron post, 2 ins. diam., firmly set, projecting 8 ins.
above the ground, with Millard County brass cap mkd. LS
1623 1982,

This post is accepted as a careful and faithful
reestablishment of the position of the original corner.

Cor. falls at the intersection of dirt roads, bearing N,
S, and W,

N. 0° 05' W,, bet. secs. 13 and 1s8.

40.18 The 1/4 sec. cor. of secs. 13-and 18, monumented with an
iron post, 2 ins. diam., firmly set, projecting 14 ins.
above the ground, with Millard County brass cap mkd. LS
1623 1982, :

This post is accepted as a careful and faithful
reestablishment of the position of the original corner.

N. 0° 05' w., beginning new measurement.
20.095 | Point for the-N 1/16 sec. cor. of secs. 13 and 18.

Set an iron post, 30 ing. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.
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;
Dependent Resurvey of a Portion of +he West Boundary,
T, 16 8., R. 6 W., Salt Lake Méridian, Utah

CHAINS ‘
T 16 S
R7W RO6W
N 1/16
s 13 | s 18
1982

40.19 The cor. of secs. 7, 12, 13, and 18, monumented with an
iron post, 2 ins. diam., firmly set, projecting 10 ins.
above the ground, with Millard County brass cap mkd. LS
1623 1982, ‘

This post is accepted as a careful add faithful
reestablishment of the position of tﬁe original corner.

|
|

N. 0° 06' W., bet. secs. 7 and 12.
20.09 Point for the 8 1/16 sec. cor. of secs. 7yand 12.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S
R7W RG6W.
S 1/16
s 12| s 7
1982

This cor. is located 35 lks. E of thé center of a dirt
road, 20 lks. wide, extending N and s.

40.18 | Point for the 1/4 sec. cor. of secs. 7 and 12, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S |
R7W R6W
1/4
s 12| s 7
1982

from which

A fence cor., with fences ext?nding N and W.,
bears S. 44 1/2° W., 75 lks, dist.

This cor. is located 35 lks. E of the center of a dirt
road, 20 lks. wide, extending N and S.

80.36 Point for the cor. of secs. 1, 6, 7, and 12, at pro-
portionate distance; there is no remaining evidence of

the original corner.

Set an iron post, 30 ins. long, 2 ly2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S

R7W RG6W
sl | se6
s 1 7

71
1982

%U.S. Government Printing Office: 1980— 778-2561/292
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Dependent Resurvey of a Portion of the West Boundary,
T. 16 8., R. 6 W., Salt Lake Meridian, Utah

CHAINS

from which

A fence cor., with fences extending N, E, and W,
bears N. 63° E., 35 1/2 lks. dist.

N. 0° 06' W., bet. secs. 1 and 6.

40.18 Point for the 1/4 sec. cor. of secs. 1 and 6, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.
T 16 8
R7W R6W
1/4
s7 1186
1982

100.53 The closing cor., of Tps. 16 S., Rs. 6 and 7 W.,
hereinbefore described.

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 16 8., R. 6 W., Salt Lake Meridian, Utah

{Reestablishment of the Survey Executed by
Joseph Gorxlinski in 1874)

From the cor. of secs. 1, 2, 35, and 36, on the S. bdy.
of the Tp., hereinbefore described.

N. 0° 23' E., bet. secs. 35 and 36.
40.38 Point for the 1/4 sec. cor. of secs. 35 and 36, at pro-
portionate distance; there is no remaining evidence of

the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
1/4

s 35 | s 36
1982

60.57 Point for the N 1/16 sec. cor. of secs. 35 and 36.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W

N 1/16
8 35 § S 36
1982

80.76 Point for the cor. of secs. 25, 26, 35, and 36, at por-
portionate distance; there is no remaining evidence of
the original corner.

Cor. point falls in the DMAD 'Reservoir and is impractical
to monument.

Form 960010 (June 1978) (formerly 9180~7) USDI-~BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of| the Subdivisional
. Lines, T. 16 S., R. 6 W., Salt Lake Meridian, Utah
| o

CHAINS

N. 88° 47' E., bet. secs. 25 and 36.

40,42 Point for the 1l/4 sec. cor. of secs. 25 and 36, at
proportionate distance; there is no remainlng evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 S R6W
S 25
1/4 s 36
1982

80.84 The closing cor. of secs. 25 and 36, on the E. bdy. of
the Tp., hereinbefore described. |

l

From the cor. of seecs. 25, 26, 35, and 36.
N. 0° 27' E., bet. secs. 25 and 26,

40.38 | Point for the 1/4 sec. cor. of secs. 25 and 26, at
proportlonate distance; there is no remalning evidence of
‘the original corner. ' o |

 Set an iron post, 30 ins, long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 SR6W
1/4

s 26|8 25
1982

|
60.57 | Point for the N 1/16 sec. cor. of seds. 25 and 26.

Cor. point falls in the DMAD Reserv01r and is 1mpractical
to monument.

80.76 Point for the cor. of secs. .23, 24, 25, and 26, at
proportionate distance; there is no remalnlng evidence of
the original corner.

Cor. point falls in the DMAD Reservomr and is impractlcal
to monument.

N. 88° 41' E., bet. secs. 24 and 25,
20.24 Point for the W 1/16 sec. cor. of secs. 24 and 25.

Set an iron post, 30 ins. long, 2 l/? ins. diam., 24 ins.
in the ground, with brass cap mkd.

S 24
W 1l/16 s 25
1982

40.48 Point for the 1/4 sec., cor. of secs.§24 and 25, at pro-
portionate distance;.there is no remaining evidence of
the original corner. : ;

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

+#U.S. Government Printing Office: 1980 — 778-251/292
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Dependent Regurvey of a Portion of the Subdivisional
Lines, T. 16 S., R. 6 W., Salt Lake Meridian, Utah

CHAINS

T1l6 S RO6W
S 24
1/4 s 25
1982

60.72 Point for the E 1/16 sec. cor. of secs. 24 and 25.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

S 24
E 1/16 S8 25
1982

80.96 The closing cor. of secs. 24 and 25, monumented with a

’ wooden cor. post, with fences extending N and W; this
wooden post is accepted as the best available evidence of
the position of the original cor., and will now serve as
an amended monument.

8l.16 The closing cor. of secs. 24 and 25, on the E, bdy. of
the Tp., hereinbefore described.

From the point for the cor. of secs. 23, 24, 25, and 26.
N. 0° 57' E., bet. secs. 23 and 24.
40.38 Point for the 1/4 sec. cor. of secs. 23 and 24, at pro-

| portionate distance; there is no remaining evidence of
the original corner. ;

o

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

»

T16 SR6W
1/4

s 23 |s 24
1982

4]1.50 Center of gravelled road, 35 ft. wide, bears NE and SW.
80.76 The cor. of secs. 13, 14, 23, and 24, monumented with a
juniper post, 30 ins. long, 2 ins. square, lying on the
ground, with no marks.

At the corner point

4 Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S R6W
- S 14 I S 13
s 23 s 24
1982

Bury the juniper post alongside the iron post.

N, 88° 51' E., bet. sec¢s. 13 and 24.

40.34 The 1/4 sec. cor, of secs. 13 and 24, monumented with a
juniper post, 24 ing. long, 2 ins., ‘diam., squared on one
end, lying on the ground, with no marks.
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Dependent Resurvey of a Portiongof the Subdivisional
Lines, T. 16 S., R. 6 W., Salt Lake Meridian, Utah

i
t

CHAINS

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S R 6 W
’ S 13
1/4 S 24
1982

Bury the ‘juniper post alongside the iron post.

N. 89° 07' E., beginning new measurement.

40.39 The closing cor. of secs. 13 and 2@, on the E. bdy. of
the Tp., hereinbefore described. ‘

From the cor. of secs. 13, 14, 23, and 24.
N. 0° 36' E,, bet. secs. 13 and 14.

40,01 | The 1/4 sec. cor.‘of secs. 13 and 14, monumented with a
juniper post, 24 ins. long, 2 ins.idiam., squared; on one
end, lying on the ground, with no marks.

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 SR 6W
1/4

S 14 |s 13
1982

l
]
|
|

Bury the juniper post alongside the iron post.

| N. 0° 42’ E,, beginning;ﬁew measurement.

39.96 The cor. of secs. 11, 12, 13, and L4, monumented with a
juniper post, 30 ins. long, 2 ins. diam., sguared on one
end, lying on the ground, with no marks. '

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR 6W

s11 |s 12
§14 |s 13
1982

Bury the juniper post alongside the iron post.

N. 88° 53' E., bet. secs. 12 and 13.

39.98 The 1/4 sec. cor. of secs. 12 and lB, monumented with a
juniper post, 24 ins., long, 2. ins.rdlam., squared on one
end, lying on the ground, with no marks.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 16 S., R. 6 W., Salt Lake Meridian, Utah

CHAINS
At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6 W
S 12

1/4 s 13
1982

Bury the juniper post alongside the iron post.,

'N. 89° 03' E., beginning new measurement.

The closing cor. of secs. 12 and 13, on the E. bdy. of
the Tp., hereinbefore described.

From the cor. of secs. 11, 12, 13, and 14.

N. 0° 30' E.,, bet, secs. 11 and 12,

The 1/4 sec. cor. of secs. 1l and 12, monumented with a
juniper post, 18 ins. long, 2 ins. diam., squared on one
end, lying on the ground, with no marks.

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
1/4

S 11 |s 12
1982

Bury the juniper post alongside the iron post.

N. 0° 05' W., beginning new measurement.

Point for the cor, of secs. 1, 2, 11, and 12, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S R
s 2 |
S

11 J
1982

N. 88° 48' E., bet. secs. 1 and 12.

Point for the 1/4 sec. cor. of secs. 1 and 12, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.
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Dependent Resurvey of a Portion§of the Subdivisional
Lines, 7. 16 8., R. 6 W., Salt Lake Meridian, Utah

CHAINS
s
Ss1
174 8
9

80.56 The c¢losing cor. of secs. 1 and 12, on the E. bdy. of the
Tp., hereinbefore described.

T

From the cor. of secs. 1, 2, 11, a@d 12.
N. 0° 55' E., bet. secs. 1 and 2.

40,03 Point for the 1/4 sec. cor. of secs. 1 aﬁd 2, at pro-~
portionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 ﬂ/z ins. diam., 24 ins.
in the ground, w1th brass cap mkd

T 16 S R 6 W
1/4
s2|s1
1982

95.47 The closing cor. of secs. 1 and 2,}on the N. bdy. of the
Tp., hereinbefore described.’ \

From the cor. of secs. 2, 3, 34, and 35, on the S. bdy.
of the Tp.

N. 0° 09' E., bet. secs. 34 and 35@

40,55 The 1/4 sec. cor.zof secs. 34 and 35, monumented with an
iron post, 2 ims. diam., firmly set, projecting 8 ins.
above the ground, with a Millard CQunty brass cap mkd.
. - R6W
1/4 34 135
COR
81

This monument is accepted as a caréful and faithful
perpetuation of the position of the original corner.

‘Lying alongside the iron post is airusted iron pipe, of
unknown origin, 24 ins. long, 2 1ns. diam., flanged on
one end. (

N. 0° 09' E., beginning new measurement.
20.275 | Point for the N .1/16 sec.«cor.‘of.éécsiw34 and .35.

Set an iron post, 30 ins. long, 2"3/2'ins. diam., 24 ins.
in the ground, with brass cap mkd. |

T 16 S R 6 W
N'1/16

S 34 |s 35
1982

A rebar was found at this point anq deposited inside the
iron post.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 16 S., R, 6 W., Salt.Lake Meridian, Utah

CHAINS

40,55 The cor. of secs. 26, 27, 34, and 35, monumented with a
concrete post, 5 x 6 ins., firmly set, flush with the
ground, with brass cap mkd.

from which

Triangulation Station "Aeronica" bears
S. 74° 32' 23" W,, 54.165 chs. dist.

This cor. is located 43 lks. E of the center of an
unimproved road, 15 ft. wide extending N and § and 135
lks. E of a fence extending N and S.

This monument iskaccepted as a careful and faithful
reestablishment of the position of the original corner.

From the point for the cor. of secs. 25, 26, 35, and. 36.
'S. 89° 22' W., bet. secs. 26 and 35.
20.125 | Point for the E 1/16 sec. cor. of secs. 26 and 35.

Set an iron post, 30 ins., long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T1l16 SR6W
S 26
E 1/16 S 35
1982

40.25 The 1/4 sec. cor. of secs. 26 and 35, monumented with a
concrete post, 5 x. 6 ins,, firmly set, projecting 2 ins.
above the ground, with Millard County brass cap mkd.

T 16 S
R6W
S 26 ‘
S 35 1/4
1982

This monument is accepted as a careful and faithful
reestablishment of the position of the original corner.

N. 89° 55' W., beginning new measurement.
20,085 | Point for the W 1/16 sec. cor of secs. 26 and 35.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T1l6 SR6W
S 26
W 1/16 s 35
1982

40.17 The cor. of secs. 26, 27, 34, and 35.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 16 8., R. 6 W., Salt.Lake Meridian, Utah

CHAINS

N. 0° 38' E., bet. secs. 26 and 27.

0.35 Center of gravelled road on a curve, 35 ft. wide, bears
NW and SE.

1.41 Fences extend E and W.

40,04 The 1/4 sec. cor.kbf secs. 26 and 27, monumented with an
iron pipe, 3 ins. diam., firmly set, projecting 10 ins.
above the ground, inside of which is an iron pipe, 1 in.
diam., projecting 20 ins. above the ground.

Thig monument was set by James Cox, Registered Land
Surveyor No. 4493, and.is accepted as.a careful and
faithful reestablishment of the position of the original
corner. S ‘ S ‘

Cor. is located on the N. bank of a canal, bears SE and
NW.

N. 0° 35' E., beginning new measurement.
.20.015 | Point for the N 1/16:sec. cor. of secs. 26 and 27.

Set an iron.post, 30'ins. long, 2-1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.
T16 S R6W
N-1/16

§27 |s 26
1982

40.03 | The cor. of secs. 22, 23, 26, and 27, monumented with a
concrete post, 6 x 5 ins., firmly set, projecting 2 ins.
above the ground, with Millard County brass cap mkd.

T 16 S R6W.
.8 22 g5 23
-8 -27 l S 26
1982

Alongside the concrete post is a steel pipe, 1 in. diam.,
firmly set, projecting 3 ft. above the ground.

This monument is accepted as a careful and faithful
reestablishment of the position-of the original corner.

From the point for the cor. of secs. 23, 24, 25, and 26.
S. 89° 14' W., bet. secs. 23 and 26.

40.10 Point for the 1/4 sec. cor. of secs. 23 and 26, at
proportionate distance; there is no remaining evidence of
the original coxrner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
S 23
1/4 S 26
1982
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Dependent Resurvey of a Portion of the Subdivisional
‘Lines, T. 16 S.; R. 6 W., Salt Lake Meridian, Utah

CHAINS
60.15 Point for the W 1/16 sec. cor. of secs. 23 nd 26.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S R 6W
S 23
W 1/16 S 26
1982

80. 20 The cor. of secs. 22, 23, 26, and 27.

N. 0° 05' W., bet. secs. 22 and 23.

39.76 Point for the 1/4 sec. cor. of secs. 22 and 23, at
proportionate distance, there is no-remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S R6W
1/4
s 22 |s 23
1982
U
79.52 The cor. of secs. 14, 15, 22, and 23, monumented with a
juniper post, 24 ins. long, 2 ins. diam., lying on the
| ground, squared on one end, with no marks.

At the corner point

Set an iron-post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S R6W
S 15 | S 14
s 22 s 23

1982

Bury the juniper post alongside the iron post.

From the cor. of secs. 13, 14, 23, and 24.
S. 88° 22' W., bet. secs. 14 and 23.

40.82 | Point for the 1/4 sec. cor. of secs. 14 and 23, at
proportionate distance, there is no remaining evidence of
the original corner. . : .

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 -ins.
in the ground; with brass cap mkd.

T16 S R6W
s 14
1/4 s 23
1982

81.64 The cor. of secs. 14, 15, 22, and 23.

N. 2° 36! E., bet.!secs. 14 and 15.
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Dependent Resurvey of ‘a Portion of the Subdivisional
Lines, T. 16 8., R. 6 W,,~Salt‘Lake Meridian, Utah

CHAINS

40.06 The 1/4 sec. cor. of secs. 14 and 15, monumented with a
decayed juniper post, 18 ins. long, 2 ins. diam., set 6
ins. in the‘ground, with no marks.

At the cornervpoint

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
, 1/4
815 | s 14
© 1982

Bury the juniper post alongside the iron post.

N. 0° 12" W;, beginning new measurement.
Point for the cor, of secs.llo, 11, 14, and 15; at
proportionate distance, there is no remaining evidence of

the original corner. .

Set an iron post; 30 ins. long,k2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 SR6W

S 10 S 11
8 15 S.14

1982

From the cor. of secs. 11, 12, 13, and 14.
8. 88° 33' W,, bet. secs. 1l and 14.

Point for the 1/4 sec. cor. of secs. 1l and 14, at
proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
g
1/4 S 14
1982

The cor. of”secs. 10, il, 14, and 15.

N. 0° 31" E., bet. secs. 10 and 11.

The 1/4 sec. cor, of secs. 10 and 11, monumented with a
juniper post, 24 ins. long, 2 ins. dlam., lying on the
ground, with no marks.

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR 6 W

SRR

§10 | s 11
1982
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 16 S., R. 6 W., Salt Lake Meridian, Utah

CHAINS

Bury the juniper post alongside the iron post.

N. 0° 20' E., beginning new measurement.

40.09 Point for the cor. of secs. 2, 3, 10, and 11, at
proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
S3 | s2
si10| s 11

1982

From the cor. of secs. 1, 2, 11, and 12.
S. 88° 49' W., bet. secs. 2 and 11.

40,25 Point for the 1/4 sec. cor. of secs. 2 and 22, at
proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 S R6W
S 2
1/4 s 11
1982

80.50 The cor. of secs. 2, 3, 10, and 1l1.

N. 0° 53' E., bet. secs. 2 and 3.

40.09 Point for the 1/4 sec. cor. of secs. 2 and 3, at
proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
1/4

3 |s2
1982

97.12 The closing cor. of secs. 2 and 3, on the N. bdy. of the
Tp., hereinbefore described.

From the 1/4 sec. cor. of secs. 27 and 28, monumented
with a cedar post, 5 ft. long, 4 x 4 ins., sq., firmly
set, projecting 4 ft. above the ground.

This monument is accepted as the best available evidence
of the position of the original corner.

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 16 S., R. 6 W., Salt Lake Meridian, Utah

CHAINS

T16 SR 6 W
1/4
s 28|s 27
1982

Bury cedar post alongside the iron post.

N. 0° 26' E., bet. secs. 27 and 28.

39.94 Point for the cor. of secs. 21( 22, 27, and 28, at
proportionate -distance; there is no remaining evidence of

the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S R 6W

S 21 s 22
'S -28 I s 27

1982

From the cor. of secs. 22, 23, 26, and 27.
§. 88° 40' W., bet. secs. 22 and 27.

39.95 Point for the 1/4 sec. cor. of .secs. 22 and 27, at
proportionate -distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 SR6W
s 22

/4 .8 27
1982

Set a juniper post, 5 ft. long, 4 ins. diam., alongside
the cor. S . ,

79.90 The cor. of seecs. 21, 22, 27, and 28.

N. 0° 10' W., bet. secs. 21 and 22.

9.985 | Point for the SS 1/64 sec. cor. of secs. 21 and 22, not
monumented. :

19.97 Point for the S 1/16 sec. cor. of secs. 21 and 22, not
monumented. :

39.94 | Point for the 1/4 sec. cor. of secs. 21 and 22, at
proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd,.

T16 SR 6 W
1/4

g 21 | s 22
1982
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T, 16 S., R, 6 W., Salt_Lake Meridian,—Utah

CHAINS

79.88 | Point for the cor. of secs. 15, 16, 21, and 22, at
proportionate distance, there is no remaining evidence of
the original corner.,’ '

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 SR 6 W

S 16 S 15
s 21 s 22

1982

From the cor. of secs. 14, 15, 22, and 23.
s. 88° 58' W., bet. secs. 15 and 22,

40.00 |Point for the 1/4 sec. cor. of secs. 15 and 22, at
proportionate distance, there is no remaining evidence of
the original corner. '

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 S R6 W
s 15
1/4 s 22
1982

80.00 The cor. of secs. 15, 16, 21, and 22.

N. 0° 59' E,, bet. secs. 15 and 16.

39.94 Point for the 1/4 sec. cor. of secs. 15 and 16, at
proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
1/4

s 16 | s 15
1982

79.88 The cor. of secs. 9, 10, 15, and 16, monumented with a
decayed juniper post, 24 ins. long, 2 in. diam., lying on
the ground, squared on one end, with no marks.

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 S R6W

S 9 S 10
s 16| s 15
1982

Bury the juniper post alongside the iron post.

From the cor. of secs. 10, 11, 14, and 15,

Form 960010 (June 1978) (formerly 9180-7) USDI-—~BLM FIELD NOTE PAPER




73 28

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 16 S., R. 6 W., Salt Lake Meridian, Utah

CHAINS

S. 88° 42' W., bet. secs. 10 and 15.

40.16 Point for the 1/4 sec. cor. of secs. 10 and 15, at
proportionate distance, there is no remaining evidence of
‘the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S R6 W
S 10
1/4 s 15
1982

80.32 | The cor. of secs. 9, 10, 15, and 16.

N. 0° 36' E., bet. secs., 2 and 10.

40.42 | Point for the 1/4 sec. cor. of secs. 9 and 10, at
proportionate distance, there is no remaining evidence of
‘the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 SR 6 W
1/4
s9ls 1o
1982

80.84 Point for the cor. of secs. 3, 4, 9, and 10, at

proportionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd. '

T 16 Ro6W
S

s

4,8 3
s 9|'S 10

9

1982

From the cor. of secs. 2, 3, 10, and 1ll.
S. 89° 04" W., bet. secs. 3 and 10.

40.02 | Point for the 1/4 sec. cor. of secs. 3 and 10, at
proportionate distance, there is no remaining evidence of
the original corner. ‘

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 SR6 W
. 83
1/4 S 10
i 1982

80.04 The cor. of seecs. 3, 4, 9, and 10.

N. 0% 40' E., bet. secs. 3 -and 4.

40.42 Point for the 1/4 sec. cor. of secs. 3 and 4, at
proportionate distance, there is no remaining evidence of
the original corner.
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Dependent Resurvey of a Portion of the Subdivisional

Lines, T. 16 S,, R. 6 W., Salt lLake Meridian, Utah

CHAINS

Set an iron post, 30:.ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T1l6 SR6W
1/4
S41s 3
1982

98.43 The closing cor. of secs. 3 and 4, on the N, bdy. of the
Tp., hereinbefore described.

From the cor. of secs. 28, 29, 32, and 33, monumented
with an iron post, 2 ins. diam., firmly set, projecting 2
ins. above the ground, with a Millard County brass cap
mkd.

RoWw

29 28

32 33

Ls 1623

1982

| This monumentﬁis accepted as a careful and faithful
reestablishment of the position of the original corner.

N, 1° 06' E., bet. secs. 28 and 29.

40.20 Point for the 1/4 sec. cor. of secs. 28 and 29, at
proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
1/4

s 29 | s 28
1982

60.30 Point for the N 1/16 sec. cor. of secs. 28 and 29.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 .ins.
in the ground, with brass cap mkd.

N 1/16
S 29 | s 28
1982

80.40 Point for the cor.‘of secs. 20, 21, 28 and 29, at
proportionate distance, there is no remaining evidence of

the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T1l6 SR 6W

S 20 S 21
S 29 l S 28

1982

From the cor. of secs. 21, 22, 27, and 28.

S. 89° 33' W., bet. secs. 21 and 28.
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+ 'Dependent Resurvey of 'a Portion of the Subdivisional
Lines, T..16 S., R: 6 W., Salt Lake ‘Meridian, Utah

CHAINS

5.0225| Point for the EEE 1/256 sec. cor. of secs. 21 and 28.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

: . S 21
EEE 1/256

S 28

1982

l0,045‘ Point for the EE 1/64 sec. cor. of secs. 21 and 28, not
monumented

20.09 Point for the E. 1/16 sec. cor. of secs. 21 and 28, not
monumented.

30.135 | Point for the WE 1/64 sec. cor. of secs. 21 and 28, not
monumented. O
i

35.1575| Point for the WWE 1/256 sec. cor. of secs. 21 and 28.

Set an iron post, 30 ins.. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

s 21
WWE 1/256

S 28

1982

40.18 Point for the 1/4 sec. cor. .of secs. 21 and 28, at
proportionate distance; there is no remaining evidence of
the orxriginal corner. ‘

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

| T16 S R6W
; 8 21
1/4 s 28
1982

. 80.36 The cor. of secs. 20, 21,28, and 29.

N. 1° 02' E,, bet. seecs. 20 and 21.

40,20 The 1/4 sec. cor. of secs. 20 and 21, monumented with a
decayed juniper post, 24 ins. long, 3 ins. diam., lylng
on the ground, squared on one end, with no marks.

At the corner point

Set an iron post, 30 ins. long,. 2 1/2 ins. diam,, 24 ins.
in the ground,. with brass cap mkd.

T16 SR 6 W

, 1/4

$20 | s 21
1982

Bury the Junlper post along31de the iron post.

N. 0° 01' E., beginning new measurement.
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Dependent Resurvey of a Portion of the Subdivisional
Lipes, T. 16 S., R. 6 W., Salt Lake Meridian, Utah

CHAINS
40,72 The cor. of secs. 16, 17,.20, and 21, monumented with a
juniper post, 24 ins. long, 2 ins. diam., lying on the
ground, squared on one, end with no marks.

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T1l6 SR6W
s 17 | S 16
s 20 s 21

1982

Bury the juniper post alongside the iron post.

From the cor. of secs. 15, i6, 21, and 22,
N. 89° 43' W., bet. secs. 16 and 21,

39.67 Point for the 1/4 sec. cor. of secs. 16 and 21, at
proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S R6 W
S 16
1/4 s 21
1982

79.34 The cor. of secs. 16, 17, 20, and 21.

N. 0° 51' E., bet. secs. 16 and 17.

39.75 Point for the 1/4 sec. cor. of secs. 16 and 17, at
proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR 6 W
1/4

s 17 | S 16
1982

79.50 The cor. of secs. 8, 9, 16, and 17, monumented with a
juniper post, 24 ins. long, 2 ins. diam., lying on the
ground, squared on one end, no marks.

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR 6 W
s8 | 89
s171 81

1982

6

Bury the juniper post alongside the iron post.
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32

Dependent Resurvey of .a Portion of the Subdivisional
y Lines, T. 16 8., R, 6 W., Salt.Lake Meridian, Utah

CHAINS
Fromkthe cor. of secs.:9, 10, 15, and 16,

N. 89°558' W.; bet. secs. § and 16; |

39.76 | Point for the 1/4 sec. cor. of secs. 9 and 16, at
proportionate distance, there is no remaining evidence of

-the original corner, ‘

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
S 9
1/4 S 16
1982

79.52 The cor. of secs. 8, 9, 16, and 17.

N, 0° 27" E., bet. secs. 8 and 9.

40.23 | Point for the 1/4 sec. cor, of seecs. 8 and 9, at
proportionate distance, there is no remaining evidence of
the original corner.

8et an iron post; 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 SR6W
1/4
s8 |so9
1982
80.46 Point for the cor., of secs: 4, 5, 8, and 9, at
proportionate distance, there is no remaining evidence of

the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass-cap mkd.

T16 S R6W

From the cor. of secs. 3, 4, 9, and 10.
S. 89° 45' W., bet. secs. 4 and 9.

39.86 Point for the 1/4 sec. cor. of secs. 4 and 9, at
proportionate distance, there is no remaining evidence of
the original corner..

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
s 4
1/4 89
| 1982

79.72 | The cor. of secs. 4, 5, 8, and 9.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 16 S., R. 6 W.; 8alt Lake Meridian, Utah

CHAINS

N. 1° 0l' E., bet. secs. 4 and 5.

40.23 Point for the 1/4 sec. cor. of secs. 4 and 5, at
proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
1/4
s 5|8 4
1982

98.81 The closing cor. of secs. 4 and'5, on the N, bdy. of the
Tp., hereinbefore described.

From the cor. of secs. 28, 29, 32, and 33.
s, 89° 19' w., beti. secs. 29 and 32.

39.80 Point for the 1/4 sec. cor. of secs. 29 and 32, at
- |'proportionate distance, there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2.-1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 S R6W
S 29
1/4 s 32
1982

79.60 The cor. of secs. 29, 30, 31, and 32, monumented with an
iron post, 2 ins. diam., firmly set, projecting 16 ins.
above the ground, with Millard County brass cap mkd.

LS 1623
1982

This monument is accepted as a careful and faithful
reestablishment of the position of the original corner.

Cor. falls in a fence line, bears N and S.

s. 89° 34' W., bet. secs. 30 and 31.
39.72 The 1/4 sec. cor. of secs. 30 and 31, mpnumented with an
iron post, 2 ins. diam., projecting 16 ins. above the

ground, with Millard County brass cap mkd.

Ls 1623
1982

This monument is accepted as a careful and faithful
reegtablishment of the position of the original corner.

Cor. falls 48 lks. N of a dirt road, bears E and W.

S. 89° 34' W., beginning new measurement.

44.39 |The cor. of secs. 25, 30, 31, and 36, on the W. bdy. of
the Tp., hereinbefore described.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 16 S., R. 6 W., Salt Lake Meridian, Utah

CHAINS
From the cor. of secs. 29, 30, 31, and  32.

N. 0° 56' E., bet. secs. 29 and 30.

40.06 True point for the 1/4 sec. cor. of secs. 29 and 30, at
proportionate distance, there is no remaining evidence of
the original corner.

Cor. point falls on the face of a bluff where it is
unsuitable for monumentation.

44,06 Point selected for the witness cor. to the 1/4 sec. or.
of secs. 29 and 30.

Set an iron post, 30 ins. long,lz 1/2 ins. diam.,. 24 1ns.
in the ground, with brass cap mkd.

W C
T16 SR6W
1/4.
830 |s 29
1982

60.09 | Point for the N 1/16Asec,hcor. of secs. 29 and 30.

Set an iron post, 30 ins. lbng, 2 1/2 ins. diam,, 24 ins.
in the ground, ‘with brass cap mkd.

N 1/16
S 30 |s 29
1982

80.12 Point for the cor. of sgecs. 19, 20, 29, and 30, at
proportionate digtance, there is no remaining evidence of

the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W

S l9| S 20
S 3018 29

1982

From the cor. of secs. 20, 21, 28, and 29,
S. 89° 07! W.,'bet. segs.'20 and 29.
39.92 Point for the 1/4 sec, cor. of gsecs. 20 and 29, at

proportionate dlstance, there is no remalning evidence of
the original corner.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16SRG6G6W
s 20
1/4 s 29
1982

59.88 Point for the W 1/16 sec. cor. of secs. 20 and 29.

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins,
in the ground, withrbrass~cap mkd.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 16 S., R. 6 W., Salt Lake Meridian, Utah

CHAINS

S 20
W 1l/16 s 29
1982

79.84 The cor. of secs. 19, 20, 29, and 30.

S. 89° 29' W., bet. secs. 19 and 30.

40.02 The 1/4 sec. cor.‘of secs, 19 and 30, monumented with a
juniper post, 24 ins. long, 2 ins. diam., lying on the
ground, squared at one end, with no marks.

At the corner point

Set an iron post, 30 ins. long, 2 1/2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T16 SR6W
S 19
1/4 s 30
1982

Bury the juniper post alongside the iron post.

S. 89° 50' W., beginning new measurement.

45,60 The cor. of secs. <ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>